
Frost Free Sillcocks Specification Sheet 

SharkBite 
TM

Frost Free Sillcocks 

SharkBite Max™ frost free sillcocks are outdoor hose 
faucets for use in residential or commercial applications. 

Features and Benefits 

• Instant push-fit connection for increased ease-of use:
No soldering, clamps, unions, or glue required

• Back-flow protection:
Integrated anti-siphon vacuum breaker

• Freeze resistant:
Automatic drain feature

• Integral tube liner for PEX installations:
Means no loose components and ensures a secure,
reliable connection

Specification Data 

Materials 

Tube Chrome Plated Lead Free DZR Brass 

Body Chrome Plated Lead Free DZR Brass 

O-Ring EPDM 

Grab Ring Stainless Steel Grade 316 

Tube Support Liner Veradel 

Fitting DZR Lead Free Brass 

Washer EPDM 

Screw SST 

Stem Tube DZR Lead Free Brass 

Joint Sleeve DZR Lead Free Brass 

Washer SST 

Compatible Pipes 

Frost free silcocks are approved for use ASTM 
F876/CSA B137.5 PEX, ASTM B88 Type K, Land 
M and copper, ASTM 02846/CSA B137.6 CPVC, 
and ASTM F2769 PE-RT 

Certifications & Listings 

ASSE 1079, ANSI/NSF 61, ASI/NSF 372 
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Pipe Size (for all part numbers) l/2 in. x 3/ 4 in. MHT 

25743LF 4in. 

25744LF 6 in. 

24628LF 8 in. 

24629LF 10 in. 

24636LF 12 in. 

24637LF l5in. 

24638LF l8in. 
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Pagel of 2 EN-US 

7in. 25773 

9 in. 25774 

ll in. 25751 

13 in. 25752 

15 in. 25753 

l8in. 25754 

21 in. 25755 
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