KOHLER.
San Tropez® | K-4854

Vertical spray bidet with 4 faucet holes

Features

. Drilled for fixture-mount bidet faucet and vacuum
breaker

. Front fill and vertical spray

Available Colors/Finishes

Color tiles intended for reference only.
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KOHLER San Tropez® | K-4854

Vertical spray bidet with 4 faucet holes

Codes/Standards

ASME A112.19.2/CSA B451

Technical Information

All product dimensions are nominal.

Installation Type: Floor-mount

Recommended Products/Accessories

K-23726 Drain treatment

Warranty

See website for detailed warranty information.

KOHLER® One-Year Limited Warranty
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KOHLER

San Tropez® | K-4854

Vertical spray bidet with 4 faucet holes

*6" (152 mm) dimension required to allow for drain and

Front of Bidet
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(435 mm)

4-5/8"
(117 mm)

*6”
(152 mm) 24-3/8" (619 mm) supply connection from rear of bidet.
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Installation

- Above- or below-floor rough-in

. Includes mounting hardware

Installation Notes

Install this product according to the installation instructions.

Hot and cold supplies can be installed from the floor or the

wall.

Product dimensions are nominal and may vary per ASME
A112.19.2 tolerances.

10-5/8" (270 mm)
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