SUBMITTAL INFORMATION
Quick Joint Coupling - (C14-xx-Q-NL style)

FEMALE IRON PIPE THREAD BY QUICK JOINT FOR COPPER OR PLASTIC TUBING (CTS)

Iron Pipe Threads External Nut Stop Quick Joint Nut
S Stainless Steel Gripper
LS ) for Axial Restraint
®
EIP Size Quick Joint Size
e O \
< Length — > Molded Buna-N Spring Tip
Gasket Provides Hydraulic
Seal
DESCRIPTION LENGTH APPROX. PART v SUBMITTED
FEMALE IRON PIPE | Q.J. FOR CTS WT. LBS NUMBER ITEM(S)
1/2" 1/2" 1-9/16 0.4 C14-11-Q-NL
3/4" 3/4" 1-1/4" 0.6 C14-33-Q-NL
3/4" 1" 1-3/4" 0.9 C14-34-Q-NL
1" 3/4" 1-3/4" 0.7 C14-43-Q-NL
1" 1" 2-1/8" 0.9 C14-44-Q-NL
1-1/4" 1-1/4" 2-3/16" 15 * PJA4-45-C14-55-Q-NL
1-1/2" 1-1/2" 2-7/16" 2.3 C14-66-Q-NL
2" 2" 2-5/8" 2.8 C14-77-Q-NL

Note: Ford recommends insert stiffeners when using plastic pipe or tubing
* 1-1/4" Quick Joint has EPDM spring tip gasket

FEATURES

» All brass that comes in contact with potable water conforms to AWWA Standard C800
(ASTM B584, UNS C89833)

» The product has the letters “NL” cast into the main body for lead-free identification

» Certified to NSF/ANSI Standard 61 and NSF/ANSI Standard 372 where applicable

« Brass components that do not come in contact with potable water conform to AWWA
Standard C800 (ASTM B62 and ASTM B584, UNS C83600, 85-5-5-5)

» Sleeve design provides hexagonal wrench flats for proper installation
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