KOHLER Faucets

Features

Metal construction

One-piece, self-contained ceramic disc valve allows both
volume and temperature control

High-temperature limit setting for added safety

Flexible supplies

8-1/2" (216 mm) swing spout reach

Lower flow aerator options are available

1.5 gpm (5.7 Ipm) maximum flow rate at 60 psi (4.14 bar)
Project pack: Supplied six per case

Recommended Products/Accessories

K-23723 Faucet cleaner

Optional Products/Accessories

1160594 .35 gpm Aerator, Large

Coralais®
Kitchen Sink Faucet

K-P15171-F
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ADA || CSA B651

Codes/Standards

ASME A112.18.1/CSA B125.1
NSF/ANSI/CAN 61
NSF/ANSI/CAN 372

All applicable US Federal and State material
regulations

DOE - Energy Policy Act 1992
ADA

ICC/ANSI A117.1

CSA B651

IAPMO Certification

KOHLER® Faucet Lifetime Limited
Warranty
See website for detailed warranty information.
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Coralais®
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K-P15171-F

[-5-3/4" (146 mm)

’*8-1/2" (216 mm)

] - Closed
7-5/8" (194 mm)
6-1/4" Opened
(159 mm) - 9-1/4" (235 mm)
(127 mm) 10-1/2"
(267 mm)j 2-1/2" (64 mm) |
| |{ I‘i
| 1-3/8" (35 mm) Max |
! a1
29" (102 mm)"
(533 mm)
AN
3/8" Flex Supplies
Technical Information msot:lﬁ?his roduct according to the installation
All product dimensions are nominal. quide P 9
g’p°:‘t: N oot 216 ADA, CSA B651 compliant when installed to
pout reach: ) ( mm) the specific requirements of these regulations.
1-800-4KOHLER (1-800-456-4537) THE BOLD LOOK
Kohler Co. reserves the right to make revisions without notice to product specifications. OF
For the most current Specification Sheet, go to www.kohler.com USA or www.kohler.ca Canada KOHLERC

2-25-2024 21:54 - US


http://www.kohler.com
http://www.kohler.ca

