SUBMITTAL DATA SHEET
NL Ball Style Meter Stop - 76100MW
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VOEL | SIE | A | B | ¢C 0 E MODEL S1zE A | B | c | oD E
76100MH | 1172 | 3.40|1.50 [5.78] 1 1/2 1172
76100MH 3/4 X 5/8 X 5/8 23| 63 |3.66| 34 5/8
76100MH 2 3.71]2.00]7.32] 2 12 R2 Prp— YR vl 75| a00] 34 e
76100MH I X 3/4 X 5/8 242| 75417 1 58
76100MW 34 X 5/8 X 3/4 231 | 633688 | 34 | 58X 34, 34
76100M | 3/4 X 5/8 X 3/4 X 3.91| 2.31 | .63 | 3.91 | 34 | 5/8 X 34, ¥4
76100MH e 242 75 | 3.90| 34 | 5/BX 34, 34
76100MW 1 X 374 X 374 2.42 75 | 4.01 | 5/8 X 3/4, 3/4
76100MW 1 X34 X1 2.42 | 75 | 4.1 1 |
76100MW 1 264|100 [5.05] 1 |

e Manufactured in compliance with ANSI/AWWA C800 (latest revision)

¢ Brass components in contact with potable water conform to ASTM B584, UNS C89833 (latest
revision) and identified with “NL”

e (ertified to NSF/ANSI 61 and NSF/ANSI 372

Brass components not in contact with potable water conform to ASTM B62 and ASTM B584, UNS

C83600 -85-5-5-5 (latest revision)

PTFE coated brass ball

Rated for 300 PSIG water pressure

Blow out proof EPDM port seals

End piece joint sealed with an EPDM o-ring and thread locker
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A.Y. McDonald considers the information on this assembly drawing correct when published. Item and option availability, including specifications, are subject to
change without notice.
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