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Foot Pedal 
The foot pedal controls 

the entire ram operation , 
including elevation , speed, 
stop and sensi tivi ty. 

Central Bearing Guide System 
for Accurate Table Parallels 

Instead of friction guideways , Amada's lower beam is guided accurately 
and rigidly with bearings and guide blocks located in the center portion 
of the lower beam. 

Guide beari ngs are fixed to the surface of th e guide block with an eccen­
tric shaft to eliminate waving and imbalanced power on the lower beam. 
This feature prov ides accurate elevation and final positioni ng of the lower 
beam. 

Tool Changing 
Amada's patented punch holder 

and die holder permits easy tool 
changing , usually within five 
minutes . 

One operator can change th e 
punch and die quickly , because 
of Amada's divided and section­
alized tool system. In addition , no 
simming and ad justing is required 
for height and straightness. 
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Rigid Frame 
for Accuracy 

The upper table is fi xed with 
side frames by an interlock sys­
tem. It is preci sely adjustable, 
even after long years of opera­
tion. Drive systems are located 
at the bottom of the machi ne 
and assure free bending be­
tween side frames. 
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PRESS BRAKE GENERAL DIMENSIONS 
U.S. AMADA, LTD., OCT. 79 
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RG-25 RG-35 S RG-50 RG-80 S RG-80 RG-100 S RG-100 

A 47.24 47.24 78.74 78.74 95.49 98.43 118.11 

B 40. 16 40.16 59.84 59.84 80.71 80.71 100.39 

c 7.87 7.87 15.75 15.75 15.75 15.75 15.75 

D 13.780 13.780 13.780 13.780 13.780 13.780 13.780 

E 3.937 3.937 3.937 3.937 3.937 3.937 3.937 

F 6906 74.29 74.45 80.35 80.35 89.80 89.80 

G 36.77 36.77 37.05 37.05 37.05 40.59 40.59 

H 34.17 35.83 50.00 51.46 51.46 56.30 56.30 

2.362 2.362 2.362 2.362 2.362 3.543 3.543 

PRESS BRAKE SPECIFICATIONS 
U.S. AMADA, LTD , OCT. 79 

RG-25 RG-35 S 

Capacity (U .S. Ton) 27.5 38.5 

Max. Bending Length (inch) 49.2 49.2 

Stroke Lengt/l (inch) 3.937 3.937 

No. of Cylinders 

Approach 2.2 2.2 

Table Speed Bending 0.38 0.38 

Inch /Sec. 1.57 1.57 

Main Motor HP 2 3 

Hydraulic Presser (PSI ) 3150 4400 

Hydraulic Tank (gal.) 6.9 69 

Machine Weigh t (lb. ) 3100 3550 

U.S. AMADA LTD. 
14646 Northam Street 
La Mirada, CA 90638 
(714) 739-2 11 1 

RG-50 RG-80 S 

55 88 

82.1 82.1 

3.937 3.937 

3 3 

1.8 1.8 

0.33 0.33 

1.38 1.38 

5 7Y2 

2630 4200 

14.5 14.5 

6440 9500 

RG-80 RG-100 S RG-100 

88 110 110 

98.6 102.4 122.0 

3.937 3.937 3.937 

3 3 3 

1.8 2.3 2.3 

0.33 0.40 0.40 

2.05 205 2.05 

7Y2 10 10 

4200 4800 4800 

14.5 19.0 19.0 

11 250 13200 14100 

Pl-tiPPS & Pl-tiPPS 
INCORPORATED 

MATERIAL FORMING & FABRICATING CONSULTANTS 
P.O. BOX 707 • FLINT, MICHIGAN 48501 • (313) 694-0230 

TELEX 22-8549 (ANSWERBACK) PHIPPS GRBC 


