
1Funnel Reservoir

2 Remove �lter packaging

3 Prepare �lter for use

Take the funnel reservoir out of the pitcher
    

Remove packaging on cartridge �lter 
by pulling apart at the top

    

•  Fill pitcher with cold water to the 2 liter mark
•  Place filter at the bottom of the pitcher
•  Hold the filter down for 5 seconds until it   
   stops bubbling 

    

4 Shake Filter
•  Take filter cartridge out of the pitcher and  
   shake it for 5 seconds
•  Put filter back into pitcher and hold down for  
   another 5 seconds
•  Take filter out again and shake it for 5 seconds
•  Let the filter soak for 4 hours

    

5 Wash Pitcher
•  Pour the water out of the pitcher
•  Hand wash pitcher, lid and reservoir 
   with warm water and a mild detergent
•  Do not use abrasive cleaners
•  Rinse well

    

6 Attach Filter Cartridge
Screw the filter firmly onto the 
bottom of the funnel reservoir

    

7 Replace Reservoir
•  Screw the filter firmly onto the 
   bottom of the funnel reservoir
•  Your pitcher is now ready to use!

    

Pitcher of LIFE Filter Instructions
®

IMPORTANT - 
These instructions must be followed before using your 
Pitcher of LIFE and for filter replacements.
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