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MEMORANDUM 

Date: April 2, 2019 

To: Crescentia Brown, ESA 

From: Rob Rees, Jordan Brooks, and Lee Reis, Fehr & Peers 

Subject: Howard Terminal – Preliminary Transportation Assessment 

OK16-0125.06 

This memorandum summarizes the transportation impact review focused on Vehicle Miles Travel 
(VMT) and multimodal trip generation for the proposed Howard Terminal project in Oakland.  

SUMMARY 

Section 1 presents a description of the project. 

Section 2 presents the analysis for determining whether the ballpark or ancillary development at 
Howard Terminal would cause VMT-related impacts. The following are the findings: 

• Residential, office, retail, and hotel components of the project are in a low-VMT area (Table 
1) and therefore these uses are presumed to have a less-than-significant impact on VMT. 

• The retail component of the project would maintain similar citywide VMT per service 
population for year 2020 and for year 2040 (Table 2). Therefore, the retail component of 
the project is presumed to have a less-than-significant impact on VMT.  

• The performance venue if viewed in isolation would have a significant VMT impact, but it 
is presumed to have a less-than-significant impact on VMT (Table 4) as part of the overall 
ancillary development including a Transportation Demand Management (TDM) Plan to 
reduce daily vehicle trips by at least 20%. The TDM Plan may include the following elements:  

o Adhere to parking maximums of: 
 1.0 parking spaces per residential unit 
 2.0 parking spaces per 1,000 square feet office 
 2.6 parking spaces per 1,000 square feet retail / restaurant 
 0.5 parking spaces per hotel room 
 parking spaces for the performance venue would be shared with the ballpark 
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o Utilize the hotel on gamedays to host visiting players, staff, and media, who will 
generate a limited number of external vehicle trips compared to typical guests. 

o Construct physical improvements, such as corridor-level bikeway and pedestrian 
improvements, that help facilitate travel by modes other than automobiles. 

o Execute on-going operational strategies, such as unbundled parking and designated 
carshare spaces, to reduce automobile ownership and encourage non-automobile 
travel.  

• The ballpark at Howard Terminal is presumed to have a less-than-significant impact on 
VMT (Table 8) if it implements a Transportation Management Plan (TMP) that may include 
the following elements:  

o On-site parking supply no greater than 3,500 spaces with Phase 1 and 2,000 
parking spaces at buildout. 

o Introduce game time parking restrictions that prevent ballpark attendees from 
using nearby on-street parking. 

o Construct a geofence of 0.5 miles from the ballpark in all directions for 
transportation network company (TNC) vehicles before and after baseball games 
and large events, with a surcharge rationing access to the pick-up/drop-off zones 
on-site and nearby off-site. 

o Develop the western portion of the Howard Terminal site with high-density 
residential and office uses. 

o Provide free bicycle and scooter parking with security oversight and the ability to 
serve 500 bicycles and scooters. 

Section 3 presents the trip generation estimates for the project and vehicle distribution and 
assignment assumptions. 

Section 4 identifies the remaining tasks necessary to prepare the CEQA-level transportation chapter.  

1. PROJECT DESCRIPTION 

The proposed project is located at Howard Terminal in the Jack London District. The project would 
include a 35,000-attendee capacity ballpark, as well as ancillary development that includes a 3,500-
seat performance theater, 3,000 residential units, 1.5 million square feet of office space, 400 hotel 
rooms, and 270,000 square feet of commercial space. Absent a TMP, the ballpark would include 
6,800 parking spaces at opening day with at-grade vehicle access at Market Street and at Martin 
Luther King Jr Way. 
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Howard Terminal is currently used for truck parking, container storage, and longshoreman training 
and administration, all of which would likely relocate to other areas of the Port of Oakland.  

2. VMT SCREENING 

On September 21, 2016, the City of Oakland’s Planning Commission directed staff to update the 
City of Oakland’s California Environmental Quality Act (CEQA) Thresholds of Significance Guidelines 
related to transportation impacts in order to implement the directive from Senate Bill 743 (Steinberg 
2013) to modify local environmental review processes by removing automobile delay, as described 
solely by level of service (LOS) or similar measures of vehicular capacity or traffic congestion, as a 
significant impact on the environment pursuant to CEQA. The Planning Commission direction aligns 
with draft proposed guidance from the Governor’s Office of Planning and Research and the City’s 
approach to transportation impact analysis, with adopted plans and polices related to 
transportation, which promote the reduction of greenhouse gas emissions, the development of 
multimodal transportation networks, and a diversity of land uses. Consistent with the Planning 
Commission direction and the Senate Bill 743 requirements, the City of Oakland published the 
revised Transportation Impact Review Guidelines (TIRG) on April 14, 2017 to guide the evaluation 
of the transportation impacts associated with land use development projects. 

Many factors affect travel behavior, including density of development, diversity of land uses, design 
of the transportation network, access to regional destinations, distance to high-quality transit, 
development scale, demographics, and transportation demand management. Typically, low-density 
development that is located at a great distance from other land uses, in areas with poor access to 
non-single occupancy vehicle travel modes generates more vehicle travel than development 
located in urban areas, where a higher density of development, a mix of land uses, and non-single 
occupancy vehicle travel options are available.  

Given these travel behavior factors, most of Oakland has lower VMT per capita and VMT per worker 
ratios than the nine-county San Francisco Bay Area region. Further, within the City of Oakland, some 
neighborhoods may have lower VMT ratios than others.  

2.1 VMT ESTIMATE 

Estimating VMT requires the use of travel demand models to fully capture the length of trips on 
the transportation network as well as the changes in VMT behavior that may occur with the 
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introduction of the project. This analysis presents use of two travel demand models to fully analyze 
the VMT impacts of the project. The VMT analysis for most components of the project uses the 
Metropolitan Transportation Commission (MTC) Travel Model, while the VMT analysis for the retail 
component of the project uses the Alameda County Transportation Commission (CTC) Countywide 
Travel Demand Model. The following describes how the two models estimate VMT. 

2.1.1 MTC TRAVEL MODEL 

Neighborhoods within Oakland are expressed geographically as transportation analysis zones 
(TAZs), which are used in transportation planning models for transportation analysis and other 
planning purposes. The Metropolitan Transportation Commission (MTC) Travel Model includes 116 
TAZs within Oakland that vary in size from a few city blocks in the downtown core, to multiple 
blocks in outer neighborhoods, to even larger geographic areas in lower-density neighborhoods.  

The MTC Travel Model is a model that assigns all predicted trips within, across, or to/from the nine-
county San Francisco Bay Area region onto the roadway network and the transit system by mode 
(single-driver and carpool vehicle, biking, walking, or transit) and transit carrier (bus, rail) for a 
particular scenario.  

The travel behavior from MTC Travel Model is modeled based on the following inputs:  

• Socioeconomic data developed by the Association of Bay Area Governments (ABAG) 

• Population data created using the 2000 US Census and modified using the open source 
PopSyn software 

• Zonal accessibility measurements for destinations of interest  

• Travel characteristics and vehicle ownership rates derived from the 2000 Bay Area Travel 
Survey (BATS) 

• Observed vehicle counts and transit boardings 

The daily VMT output from the MTC Travel Model for residential and office uses comes from a tour-
based analysis. The tour-based analysis examines the entire chain of trips over the course of a day, 
not just trips to and from the project site. In this way, all the VMT for an individual resident or 
employee is included, not just trips into and out of the person’s home or workplace. For example, 
a resident leaves her apartment in the morning, stops for coffee, and then goes to the office. In the 
afternoon she heads out to lunch, and then returns to the office, with a stop at the drycleaners on 
the way. After work, she goes to the gym to work out, and then joins some friends at a restaurant 
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for dinner before returning home. All the stops and trips within her day form her “tour.” The tour-
based approach would add up the total number of miles driven over the course of her tour and 
assign it as her daily VMT. 

Based on the MTC Travel Model, the regional average daily VMT per capita is 15.0 under 2020 
conditions and 13.8 under 2040 conditions, and the regional average daily VMT per worker is 21.8 
under 2020 conditions and 20.3 under 2040 conditions. 

2.1.2 ALAMEDA CTC TRAVEL MODEL 

The MTC model does not calculate retail-based VMT, so the Alameda CTC Travel Model is used to 
estimate VMT for the retail component of the project. As with the MTC Model, the Alameda CTC 
Travel Model splits Oakland geographically into transportation analysis zones. TAZs in the Alameda 
CTC Travel Model tend to be smaller than those presented in the MTC Model, and the Alameda 
CTC Travel Model include approximately 370 TAZs within Oakland that vary in size and shape. 
Generally, Oakland TAZs in the Alameda CTC model are smaller than those in the MTC model.  

The travel behavior for the Alameda CTC Travel Model is based on the same inputs as described 
above for the MTC Model but produces outputs differently. As opposed to the MTC’s tour-based 
analysis, The Alameda CTC Travel Model uses a trip-based analysis of travel behavior instead of a 
tour-based analysis. That is to say that it tracks trips to and from TAZs (or project sites) but does 
not keep track of the entire chain of trips over the course of a day. Thus, the Alameda CTC model 
does not track VMT for a specific resident or worker over an entire day. The overall regional VMT 
estimated by the two models are comparable even though the two models use different 
methodologies to estimate VMT. The benefits of the Alameda CTC Model compared to the MTC 
Model include: 

• Increased granularity in Alameda County 

• Ease of use and fewer degrees of assumptions that could influence results 

• Consistency with regional planning despite its lesser complexity than the MTC Model 

• Ability to track retail trips 

Based on these factors, the Alameda CTC Model was used for the VMT analysis to capture city-level 
scale VMT impacts for the retail component of the project using service population, while still 
maintaining consistency with the MTC Model and regional planning. 
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2.1.3 THRESHOLDS OF SIGNIFICANCE FOR VMT  

According to the City of Oakland TIRG, the following are thresholds of significance related to 
substantial additional VMT:  

• For residential projects (including hotels), a project would cause substantial additional 
VMT if it exceeds existing regional household VMT per capita minus 15 percent.  

• For office projects, a project would cause substantial additional VMT if it exceeds the 
existing regional VMT per worker minus 15 percent.  

• For retail projects, a project would cause substantial additional VMT if it exceeds the 
existing regional VMT per worker minus 15 percent.  

• For retail projects greater than 80,000 square feet, a project would cause a substantial 
additional VMT if it results in a net increase in citywide total VMT per service population.1 

The City does not provide a relevant VMT significance threshold for the 35,000-attendee capacity 
ballpark or the 3,500-seat performance venue. In the absence of documented thresholds, this study 
uses the following threshold of significance related to substantial additional VMT for the ballpark 
and performance venue:  

• For the ballpark, the project would cause substantial additional VMT if it exceeds the 
existing VMT per attendee of similar events in the region minus 15 percent. 

• For the performance venue, the project would cause substantial additional VMT if it 
exceeds the existing VMT per attendee of similar events in the region minus 15 percent. 

The VMT per attendee of A’s games at the Coliseum and large, high-demand concerts at Oracle 
Arena are analyzed as the similar events in the region for the ballpark due to the ballpark’s role as 
the replacement for the Coliseum as the A’s home field and the anticipated competition with Oracle 
Arena for large concerts. Large, high-demand concerts at Oracle Arena were also used to represent 
events in the region similar to those that would be held at the performance venue.  

                                                      
1  While this is not a stated significance criterion in the City of Oakland, it is used here because it is consistent 

with California Office of Planning and Research (OPR) guidance that recommends that “agencies should 
analyze the effects of a retail project by assessing the change in total VMT, because retail projects typically 
re-route travel from other destinations.” 
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2.1.4 SCREENING CRITERIA 

VMT impacts would be less than significant for a project if any of the identified screening criteria 
outlined below are met:   

1. Small Projects: The project generates fewer than 100 vehicle trips per day. 

2. Low-VMT Areas: The project meets map-based screening criteria by being in an area that 
exhibits below-threshold VMT, or 15 percent or more below the regional average. 

3. Near Transit Stations: The project is in a Transit Priority Area or within a one-half mile of a 
Major Transit Corridor or Stop2 and satisfies the following three conditions:  

o Has a Floor Area Ratio (FAR) of more than 0.75.  

o Does not include more parking for use by residents, customers, or employees of the 
project than required by the City (if parking minimums pertain to the site) or allowed 
without a conditional use permit (if minimums and/or maximums pertain to the site).  

o Is consistent with the applicable Sustainable Communities Strategy (as determined by 
the lead agency, with input from the MTC). 

2.1.5 RESIDENTIAL, OFFICE, RETAIL, AND HOTEL VMT IMPACT ANALYSIS 

The residential, office, retail. and hotel components of the project satisfy the Low-VMT Area (#2) 
criterion, as described below, and these uses would have a less-than-significant impact on VMT. 

Criterion #1: Small Projects 

The project would generate more than 100 vehicle trips per day and therefore does not meet 
criterion #1. 

Criterion #2: Low-VMT Area 

Table 1 shows the estimated 2020 and 2040 VMT per capita for TAZs 966 and 967, the TAZs in 
which the project is located, as well as the applicable VMT thresholds of 15 percent below the 
regional average. Because the project site is in both TAZs, the weighted average of the TAZs is 
provided and used for screening purposes. However, TAZ 967 is more representative of the project’s 

                                                      
2  “Major transit stop” is defined in CEQA Section 21064.3 as a rail transit station, a ferry terminal served by 

either a bus or rail transit service, or the intersection of two or more major bus routes with a frequency of 
service interval of 15 minutes or less during the morning and afternoon peak commute periods. 
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land use mix and likely travel behavior, as that TAZ includes the Jack London District, while TAZ 966 
is primarily representative of Port of Oakland-related employment. 

TABLE 1 
DAILY VEHICLE MILES TRAVELED SUMMARY 

Geography 2020 VMT per Capita 2040 VMT per Capita 

Residential (VMT per resident)1 

Bay Area Residential Regional Average 15.0 13.8 

Bay Area Residential Regional Average minus 15% 12.8 11.7 

TAZ 966 6.6 7.6 

TAZ 967 6.4 6.5 

Weighted average of TAZ 966 and 9673 6.4 6.6 

Commercial (VMT per worker)2 

Bay Area Commercial Regional Average 21.8 20.3 

Bay Area Commercial Regional Average minus 15% 18.5 17.3 

TAZ 966 22.0 19.4 

TAZ 967 14.9 12.8 

Weighted average of TAZ 966 and 9673 16.5 14.2 
1. MTC Model results at analytics.mtc.ca.gov/foswiki/Main/PlanBayAreaVmtPerCapita and accessed in December 2018. 
2. MTC Model results at analytics.mtc.ca.gov/foswiki/Main/PlanBayAreaVmtPerWorker and accessed in December 2018. 
3. VMT per resident weighted by TAZ population; VMT per worker weighted by TAZ employment. 
Source: Fehr & Peers, 2019. 

As shown in Table 1, 2020 estimated average daily VMT per capita is less than regional averages 
minus 15 percent for the weighted average of the two TAZs. 2040 VMT per capita in the weighted 
average of the two TAZs is also less than the regional average minus 15 percent. According to the 
TIRG, hotel uses are subject to the same screening criteria as residential uses. Therefore, the office, 
residential, and hotel uses are presumed to have a less-than-significant impact on VMT. 

Criterion #3: Near Transit Stations 

According to MTC, the project site is in a Transit Priority Area due to being within one-half mile of 
the Jack London Square Ferry Terminal. Although the project would have a FAR greater than 0.75 
and would be in the Downtown & Jack London Square Priority Development Area, it would provide 
more parking than the minimum required by the City and so would not satisfy criterion #3.  
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2.1.6 REGIONAL RETAIL VMT IMPACT ANALYSIS 

The project would include about 270,000 square feet of retail/restaurant space. Retail space greater 
than 80,000 square feet is considered regional-serving and requires a complete VMT analysis.  

To assess the VMT generated by the retail component of the project, the Total Account Method3 
was used to understand how the project’s retail development influences citywide travel behavior. 
This methodology is consistent with Office of Planning and Research (OPR) guidance, which 
recommends that “agencies should analyze the effects of a retail project by assessing the change 
in total VMT, because retail projects typically re-route travel from other destinations.”4 This analysis 
was performed using the Alameda CTC Travel Demand Model. 

The base 2020 and 2040 Alameda CTC Models were executed to account for the project’s retail land 
use. Table 2 shows the results for the Total Account Method (or Origin-Destination Method) for 
the project’s retail component. The City of Oakland VMT per service population (defined as total 
number of residents plus workers within Oakland) is approximately 17.3 miles in 2020 and 17.2 
miles in 2040 with or without the project’s retail component. While the retail component of the 
project has a slight overall increase in total VMT, the added retail employees from the project 
absorb the increased VMT such that there is no change in VMT per service population. 

A project with regional-serving retail would cause substantial additional VMT if it results in a net 
increase in citywide VMT per service population. As noted in Table 2, the retail component of the 
project would maintain the same citywide VMT per service population of 17.3 for year 2020 and 
17.2 for year 2040. Therefore, the retail component of the project is presumed to have a less-than-
significant impact on VMT. 

  

                                                      
3  The Total Account Method, also known as the Origin-Destination Method, tracks all vehicle trips generated 

by the City of Oakland across the entire regional network. These trips are then multiplied by the distance 
traveled to determine the total VMT and then divided by the total residential and employment populations 
to establish the VMT per service population. The VMT for the scenario in which the project is built is then 
compared to the scenario without the project. 

4  Revised Proposal on Updates to the CEQA Guidelines on Evaluating Transportation Impacts in CEQA – 
Implementing Senate Bill 743, California Office of Planning and Research (OPR), January 2016. 
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Table 2: VMT PER SERVICE POPULATION - TOTAL ACCOUNTING METHOD 

 2020 2040 

 No Project Plus Project Difference No Project Plus Project Difference 

Population 487,700 487,700 0 672,200 672,200 0 

Employment 243,600 243,900 300 335,000 335,300 300 

Service 
Population 731,300 731,600 300 1,007,200 1,007,500 300 

VMT1 12,643,000 12,660,000 17,000 17,323,000 17,349,000 26,000 

VMT/SP 17.3 17.3 0.0 17.2 17.2 0.0 

1. Citywide VMT generated by City of Oakland as estimated by the Alameda CTC Model. 
Sources: Alameda CTC Model and Fehr & Peers, 2019 

 

2.1.7 PERFORMANCE VENUE VMT ANALYSIS 

Due to its relatively unique use, VMT per attendee for the 3,500-seat performance venue 
component of the project cannot be assessed using the screening criteria or the regional travel 
demand models used for the other components of the project. The threshold this study uses for 
assessing substantial additional VMT is if the VMT per attendee at the performance venue exceeds 
the existing VMT per attendee at similar events, as represented by large, high-demand concerts at 
Oracle Arena, minus 15 percent. 

A detailed discussion of data sources and analysis used to calculate mode split at Oracle Arena 
concerts is provided in Attachment A. Average trip lengths for the studied events were calculated 
using shortest network distance between trip origin/destination locations and Oracle Arena.5 
Estimated trip lengths for the performance venue were calculated using shortest network distance 
between trip origin/destination locations and Howard Terminal for the studied events, with the trip 
distribution modified to account for a changed geographic composition of attendees and a shifted 
travel mode for attendees near Howard Terminal, as described in Attachment A. Table 3 presents 

                                                      
5  Trip data for these events was collected using location-based services cell phone data, which is described 

in detail in Attachment A. 
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the existing travel characteristics and VMT of concerts at Oracle Arena and the estimated travel 
characteristics and VMT of events at the Howard Terminal performance venue. 

Table 3 
TRAVEL CHARACTERISTICS AT ORACLE ARENA AND THE PERFORMANCE VENUE 

Event Type 

Travel Mode Average 
Trip 

Length 
(mi) 

VMT per Attendee 
Drive TNC Other 

Modes 

Concerts at Oracle Arena (existing) 1 73% 7% 20% 12 8.5 
Events at Howard Terminal Performance 
Venue (estimated) 57% 20% 23% 11 7.7 

VMT per Attendee Reduction -10% 
Notes: 

1. Represented by high-demand concerts at Oracle Arena in 2017: Red Hot Chili Peppers (3/12), Panic! At the 
Disco (3/25), Roger Waters (6/10), Arcade Fire (10/21), Enrique Iglesias and Pitbull (10/28), and Jay-Z (12/16). 

Source: Fehr & Peers, 2019. 

Although attendees to events at the performance center are expected to have lower average VMT 
than attendees at concerts at Oracle Arena, the estimated VMT per attendee reduction does not 
meet the threshold used in this analysis to presume a less-than-significant impact on VMT. 
Therefore, the performance venue would not meet the screening criteria for a less-than-significant 
impact on VMT and so have a significant VMT impact without mitigation. Implementation of a TDM 
Plan as mitigation would substantially reduce VMT for the entire ancillary development, of which 
the performance venue is one component. The high level of VMT reductions for the ancillary 
development means that the performance venue, as part of the ancillary development, would have 
a less-than-significant impact on VMT with a TDM Plan. 

VMT Reduction with TDM Plan 

As a Condition of Approval, the project would be required to incorporate a Transportation and 
Parking Demand Management (TDM) Plan that would reduce vehicle trip generation by at least 20 
percent. By reducing vehicle trips, the TDM Plan would also reduce VMT. Components of the TDM 
Plan are described in Section 3.1.1 of this memorandum. 

Table 4 presents the total daily VMT of the ancillary development on weekdays with an at-capacity 
event at the performance venue and calculates the percentage reduction in VMT for the entire 
ancillary development, inclusive of the performance venue. Trip generation calculations for the 
ancillary development can be found in Section 3.1.1 of this memorandum. 
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Table 4 
TDM PLAN VMT REDUCTION FOR PERFORMANCE VENUE EVENT DAYS 

Event Type Daily Trips 
Average Trip 
Length (mi) Total VMT 

Without TDM Plan 

Performance Venue 2,860 11.4 32,700 

Other Ancillary Development  31,570 12.0 379,400 

Daily VMT with Performance Venue Event, no TDM Plan 412,100 

With TDM Plan 
Performance Venue 2,860 11.4 32,700 
Other Ancillary Development  24,630 12.0 296,000 

Daily VMT with Performance Venue Event, no TDM Plan 328,700 
TDM Plan VMT Reduction (mi) 
TDM Plan VMT Reduction (%) 

-83,400 
-20% 

Source: Fehr & Peers, 2019. 

Although the TDM Plan would not reduce vehicle trips or VMT of the performance venue itself, the 
total VMT of the ancillary development would be reduced by 20 percent compared to without the 
TDM Plan. The VMT reduction from the TDM Plan is in addition to the VMT reductions attributable 
to the project’s location for the residential, hotel, office, retail, and performance venue components. 
As such, the ancillary development with the TDM Plan would generate VMT at a rate well below 
typical developments in the region. The performance venue, as part of the ancillary development, 
is therefore presumed to have a less-than-significant impact on VMT with incorporation of a TDM 
Plan for the ancillary development. 

2.1.8 BALLPARK VMT IMPACT ANALYSIS 

Due to its unique use and size, VMT per attendee for the 35,000-attendee capacity ballpark 
component of the project cannot be assessed using the screening criteria or the regional travel 
demand models used for the other components of the project. 

The ballpark at Howard Terminal would replace the existing 47,170-attendee capacity ballpark at 
the Coliseum as the home field of the Oakland A’s. For A’s home games, trips that previously would 
have begun or ended at the Coliseum would instead be replaced with trips to or from the Howard 
Terminal ballpark, to the extent that the Howard Terminal ballpark’s smaller seating capacity would 
be able to accommodate them. The Howard Terminal ballpark would also compete with Oracle 
Arena for some special events. As such, the threshold this study uses for assessing substantial 
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additional VMT is if the VMT per attendee at the Howard Terminal ballpark exceeds the existing 
VMT per attendee at similar events at the Coliseum or Oracle Arena minus 15 percent. 

A detailed discussion of data sources and analysis used to calculate mode split at the Coliseum, 
Oracle Arena, and Howard Terminal ballpark is provided in Attachment A. The geographic shift 
associated with relocating an existing ballpark in the same market area is described in Attachment 
B. Average trip lengths for the Coliseum and Oracle Arena events were calculated using shortest 
network distance between trip origin/destination locations and the Coliseum for baseball games 
and relevant events in 2017.6 Estimated trip lengths for the Howard Terminal ballpark were also 
calculated using the shortest network distance between the trip origin/destination locations and 
Howard Terminal for the same games and events, with the trip distribution modified to account for 
a changed geographic composition of attendees and a shifted travel mode for attendees near 
Howard Terminal, as described in Attachment A and Attachment B. Table 5 presents the existing 
travel characteristics and VMT of attendees of baseball games at the Coliseum and large, high-
demand concerts at Oracle Arena. Table 6 presents these estimates for the Howard Terminal 
ballpark without a TMP, along with a comparison of the VMT per attendee to the equivalent existing 
conditions at the Coliseum or Oracle Arena.  

Table 5 
EXISTING TRAVEL CHARACTERISTICS AT THE COLISEUM AND ORACLE ARENA 

Event Type 

Travel Mode Average 
Attendees 

(2017) 

Total 
Vehicle 
Trips2,3 

Average 
Trip 

Length 
(mi)4 

Vehicle-
Miles 

Traveled 

VMT per 
Attendee Drive TNC Other 

Modes 

Baseball Games                

  Weekday Evening 70% 7% 23% 11,868 8,400 13 104,000 8.8 

  Weekday Day 71% 7% 22% 8,879 6,500 14 83,000 9.3 

  Weekend 74% 7% 19% 17,086 12,800 14 168,000 9.8 

Large Concerts 2 73% 7% 20% 12,597 9,500 12 107,000 8.5 
Notes: 

1. Represented by high-demand concerts at Oracle Arena in 2017: Red Hot Chili Peppers (3/12), Panic! At the 
Disco (3/25), Roger Waters (6/10), Arcade Fire (10/21), Enrique Iglesias and Pitbull (10/28), and Jay-Z (12/16). 

2. Vehicle trips include trips by employees. Attendee use of a TNC results in two vehicle trips, one at the average 
trip length and the other assumed to be one mile long. 

3. Includes event staff of 760 for ballgames and 1,200 for large concerts, with an assumed mode share of 15% 
driving in single-occupancy vehicles. 

4. Does not include TNC trips to pick up attendees. 
Source: Fehr & Peers, 2019. 

                                                      
6  Trip data for these events was collected using location-based services cell phone data, which is described 

in detail in Attachment A. 
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Table 6 

HOWARD TERMINAL BALLPARK TRAVEL CHARACTERISTICS – WITHOUT TMP 

Event Type 
Travel Mode 

Attendees 
(Capacity)1 

Total 
Vehicle 
Trips2, 3 

Average 
Trip Length 

(mi)4 

Vehicle-
Miles 

Traveled 

VMT per 
Attendee 

VMT per 
Attendee 

Reduction5 Drive TNC Other 
Modes 

Baseball Games                 

  Weekday Evening 57% 18% 25% 35,000 27,400 13 299,000 8.5 -2% 

  Weekday Day 56% 19% 25% 35,000 27,800 13 300,000 8.6 -8% 

  Weekend 62% 18% 20% 35,000 28,600 14 336,000 9.6 -2% 

Large Concerts 57% 20% 23% 28,000 22,800 11 213,000 7.6 -10% 

Other Events 57% 20% 23% 7,500 6,100 11 58,000 7.7 * 
Corporate / 
Community Events 57% 20% 23% 2,000 1,600 11 15,000 7.5 * 

Plaza Events 57% 20% 23% 4,000 3,300 11 30,000 7.5 * 
Notes: 

1. An at-capacity crowd at Howard Terminal was assumed for ballgames and concerts for the purposes of these 
calculations. 

2. TNC trips are represented as two trips: one assumed to be 1 mile long for the TNC to travel to pick up the 
attendee, and one at the average trip length transporting the attendee to or from the event. 

3. Includes event staff of 1,320 for ballgames, 1,200 for large concerts, 480 for other events, and 25 for 
corporate/community events and plaza events, with an assumed mode share of 15% driving in single-occupancy 
vehicles. 

4. Does not include TNC trips to pick up attendees. 
5. Compared to existing conditions at the Coliseum and Oracle Arena. 

Source: Fehr & Peers, 2019. 

Baseball games at the Howard Terminal ballpark are expected to have a lower VMT per attendee 
than games at the Coliseum, and concerts at the Howard Terminal ballpark are expected to have a 
lower VMT per attendee than similar events at Oracle Arena. However, the VMT per attendee 
reduction does not meet the threshold used in this analysis to presume a less-than-significant 
impact on VMT for any event type. Therefore, the ballpark component of the project would not 
meet the screening criteria for a less-than-significant impact on VMT without mitigations. Further 
reductions in VMT per attendee are necessary for the ballpark component of the project to be 
presumed to have a less-than-significant impact on VMT. 

Ballpark VMT With Transportation Management Plan (TMP) 

To mitigate VMT impacts related to the ballpark, the project would need to incorporate a 
Transportation Management Plan (TMP) that would reduce VMT per attendee to a level of 15 
percent below similar existing uses. The TMP would incorporate a wide variety of measures to 
reduce vehicle demand and other transportation-related impacts. Attachment A documents eleven 
of these measures whose impact on travel behavior and trip generation can be modeled to estimate 
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VMT reductions. Select measures, summarized below, were applied to illustrate a potential mix of 
strategies that the ballpark could employ with a TMP that would reduce VMT per attendee to below 
the VMT screening criteria threshold presented in this document: 

• Reduce the number of on-site ballpark parking spaces from 6,800 to 3,500 in Phase 1 and 
to 2,000 at full buildout. 

• Introduce game-time parking restrictions that prevent ballpark attendees from using 
nearby on-street parking spaces. 

• Construct a geofence of 0.5 miles from the ballpark in all directions for transportation 
network company (TNC) vehicles before and after baseball games and large events, with a 
surcharge rationing access to the pick-up/drop-off zones on-site and nearby off-site. 

• Develop the western portion of the Howard Terminal site with high-density residential and 
office uses. 

• Provide free bicycle and scooter parking with security oversight and the ability to serve 500 
bicycles and scooters. 

Table 7 and Table 8 present the estimated travel characteristics and VMT per attendee of the 
ballpark with the implementation of the strategies presented above, in Phase 1 and at full buildout, 
respectively. With these strategies, at full buildout, the ballpark at Howard Terminal reduces the 
estimated VMT per attendee for all baseball game types and large concerts to levels below the 
significance threshold described in Section 2.1.3 of this memorandum. 

In Phase 1, VMT per attendee for large concerts would not be reduced to below the applicable 
significance threshold. However, the ballpark is expected to host only three to 15 large concerts per 
year, compared to a minimum of 81 baseball games, all of which would have VMT per attendee 
reductions greater than the threshold level. Table 9 presents the annualized VMT per attendee at 
the ballpark in Phase 1 with the implementation of TMP strategies for all baseball games and large 
concerts. The annual VMT per attendee for Phase 1 with TMP strategies is reduced to a level below 
the significance threshold established in Section 2.1.3 of this memorandum. 
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Table 7 
HOWARD TERMINAL BALLPARK TRAVEL CHARACTERISTICS – WITH TMP/TDM PLAN – PHASE 1 

Event Type 
Travel Mode Attendees 

(Capacity) 

1 

Total 
Vehicle 
Trips2, 3 

Average 
Trip Length 

(mi)4 

Vehicle-
Miles 

Traveled 

VMT per 
Attendee 

VMT per 
Attendee 

Reduction5 Drive TNC Other 
Modes 

Baseball Games                 

  Weekday Evening 50% 13% 37% 35,000 22,200 14 256,000 7.3 -16% 

  Weekday Day 39% 15% 46% 35,000 20,800 14 227,000 6.5 -30% 

  Weekend 50% 14% 36% 35,000 22,900 15 278,000 7.9 -19% 

Large Concerts 62% 13% 28% 28,000 19,600 12 205,000 7.3 -14% 

Other Events 57% 20% 23% 7,500 6,100 11 58,000 7.7 * 
Corporate / 
Community Events 57% 20% 23% 2,000 1,600 11 15,000 7.5 * 

Plaza Events 57% 20% 23% 4,000 3,300 11 30,000 7.5 * 
Note: 

1. An at-capacity crowd at Howard Terminal was assumed for ballgames and concerts for the purposes of these 
calculations. 

2. TNC trips are represented as two trips: one assumed to be 1 mile long for the TNC to travel to pick up the 
attendee, and one at the average trip length transporting the attendee to or from the event. 

3. Includes event staff of 1,320 for ballgames, 1,200 for large concerts, 480 for other events, and 25 for 
corporate/community events and plaza events, with an assumed mode share of 15% driving in single-occupancy 
vehicles. 

4. Does not include TNC trips to pick up attendees. 
5. Compared to existing conditions at the Coliseum and Oracle Arena. 

Source: Fehr & Peers, 2019. 
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Table 8 
HOWARD TERMINAL BALLPARK TRAVEL CHARACTERISTICS – WITH TMP/TDM PLAN – FULL BUILDOUT 

Event Type 
Travel Mode 

Attendees 
(Capacity)1 

Total 
Vehicle 
Trips2, 3 

Average 
Trip Length 

(mi)4 

Vehicle-
Miles 

Traveled 

VMT per 
Attendee 

VMT per 
Attendee 

Reduction5 Drive TNC Other 
Modes 

Baseball Games                 

  Weekday Evening 39% 15% 46% 35,000 20,500 14 226,000 6.5 -26% 

  Weekday Day 29% 18% 53% 35,000 19,200 14 197,000 5.6 -40% 

  Weekend 39% 16% 45% 35,000 21,300 15 245,000 7.0 -29% 

Large Concerts 49% 13% 38% 28,000 18,000 12 178,000 6.4 -25% 

Other Events 57% 20% 23% 7,500 6,100 11 58,000 7.7 * 
Corporate / 
Community Events 57% 20% 23% 2,000 1,600 11 15,000 7.5 * 

Plaza Events 57% 20% 23% 4,000 3,300 11 30,000 7.5 * 
Note: 

1. An at-capacity crowd at Howard Terminal was assumed for ballgames and concerts for the purposes of these 
calculations. 

2. TNC trips are represented as two trips: one assumed to be 1 mile long for the TNC to travel to pick up the 
attendee, and one at the average trip length transporting the attendee to or from the event. 

3. Includes event staff of 1,320 for ballgames, 1,200 for large concerts, 480 for other events, and 25 for 
corporate/community events and plaza events, with an assumed mode share of 15% driving in single-occupancy 
vehicles. 

4. Does not include TNC trips to pick up attendees. 
5. Compared to existing conditions at the Coliseum and Oracle Arena. 

Source: Fehr & Peers, 2019. 
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Table 9 
HOWARD TERMINAL BALLPARK PHASE 1 – ANNUAL VMT PER ATTENDEE 

Event Type Events per Year at 
Howard Terminal1 

VMT per Attendee 

Existing at 
Coliseum/Oracle 

Phase 1 with TMP at 
Howard Terminal 

Baseball Games    

  Weekday Evening 41 8.8 7.3 

  Weekday Day 13 9.3 6.5 

  Weekend 27 9.8 7.9 

Large Concerts 15 8.5 7.3 

Annualized VMT per Attendee2 9.1 7.4 

Annualized VMT per Attendee Reduction -19% 

Note: 
1. To present a conservative analysis, the minimum number of baseball games and expected maximum number of 

large concerts were assumed. 
2. Annualized number based on equal attendance at the number of events presented in this table. Represents a 

conservative assumption due to existing higher attendance for weekday day games compared to other events 
and expected lower attendance for large concerts compared to other events. 

Source: Fehr & Peers, 2019. 

 

3. TRIP GENERATION CHARACTERISTICS 

3.1 AUTOMOBILE TRIP GENERATION 

3.1.1 ANCILLARY DEVELOPMENT 

Trip generation is the process of estimating the number of vehicles that would likely access the 
project on any given day. Trip generation data published by the Institute of Transportation 
Engineers (ITE) in the Trip Generation Manual (Tenth Edition) was used as a starting point to estimate 
the vehicle trip generation for the ancillary development. For the purposes of the trip generation 
analysis, the commercial space was assumed to be composed of 180,000 square feet of retail space 
and 90,000 square feet of restaurant space. The residential units were assumed to be in high-rise 
apartment buildings of more than 10 floors. 

ITE data is generally based on single-use suburban sites where the automobile is often the only 
travel mode. Because of this, the methodology tends to overestimate the automobile trip 
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generation for mixed-use developments located in urban environments with surrounding 
pedestrian, bicycle, and transit infrastructure. 

Given the Howard Terminal site’s proximity to multiple high-frequency transit nodes, existing and 
planned pedestrian and bicycle infrastructure, and density and mix of land uses included in the 
project and in the surrounding neighborhoods, it is likely that a substantial percentage of trips 
generated by the project will utilize modes other than an automobile. The eastern portion of the 
project is about 0.9 miles from the 12th Street Oakland City Center BART station, the western 
portion is about 0.9 miles from the West Oakland BART station, the Ferry Terminal is less than one-
quarter mile from the site and Amtrak is about 0.5 miles away. This analysis, therefore, reduces the 
ITE-based trip generation by about 37 percent to account for non-automobile trips. This reduction 
is consistent with the City of Oakland’s TIRG and is based on US Census commute data for Alameda 
County from the 2014 5-Year Estimates of the American Community Survey (ACS), which shows 
that the non-automobile mode share for areas between 0.5 miles and 1.0 miles from a BART Station 
is about 37 percent.7 

Due to the scale of the project and the fact that some areas of the project would fall beyond the 
1.0 mile threshold for the 37-percent automobile trip reduction, a supplementary validation analysis 
was performed using methodology for estimating trip generation at mixed-use developments 
(MXDs) created for the US Environmental Protection Agency (EPA). In response to limitations in the 
ITE methodology, the EPA sponsored a national study of the trip generation characteristics of multi-
use sites. Travel survey data was gathered from 239 MXDs in six major metropolitan regions to 
develop the EPA MXD model, which estimates an external vehicle trip reduction percentage as a 
function of the characteristics of the site and the surround area. The inputs to this model include 
the overall size and density of the development, mix of employment and residents, internal 
connectivity, availability of transit service, and the density of trip destinations near the project site. 

The MXD model estimates that the project’s external vehicle trips during the AM and PM peak 
hours would be reduced by about 38 percent and 34 percent, respectively, compared to the ITE 
rates. These trip reduction percentages include external trips by walking, bicycling, and transit, as 
well as trips captured internally by the project due to its mix of land use types. The design and size 
of the site ensures that almost all internal trips would be via non-automobile modes, so these 

                                                      
7  The TIRG considers ferry terminals as well as rail stations in its analysis, and the Jack London Square Ferry 

Terminal and Amtrak Station are within 0.5 miles of the project site. However, due to the scale of the project 
compared to the capacity of the ferry and rail service, this memo also considers BART and uses 0.5 to 1.0 
miles as the distance category to apply from the TIRG. 
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percentages can be assumed to represent total automobile trip reduction for the project compared 
to ITE rates. Therefore, the estimates produced by the EPA MXD model validate the TIRG automobile 
trip reduction estimate of 37 percent. 

Table 10 and Table 11 summarize the net automobile trip generation for the ancillary development 
in Phase 1 and at full buildout, respectively. Net automobile trip generation is approximately 7,700 
daily, 563 AM peak hour, and 635 PM peak hour automobile trips in Phase 1 and approximately 
31,570 daily, 2,297 AM peak hour, and 2,858 PM peak hour automobile trips at full buildout. Because 
the project is expected to generate more than 100 vehicle trips during a single peak hour, the TIRG 
requires a detailed Transportation Impact Report (TIR) and a Transportation and Parking Demand 
Management (TDM) Plan that reduces vehicle trips by 20 percent. 

Ancillary Development Trip Generation with Transportation Demand Management Plan  

To reduce vehicle trips by 20 percent from the trips shown in Table 10 and Table 11, the project 
would need to incorporate a Transportation and Parking Demand Management (TDM) Plan. The 
City of Oakland’s Conditions of Approval (COAs) identify many physical and operational strategies 
for reducing vehicle trips. Because many of the TDM elements from the COA are difficult to model, 
trip reduction calculations focused primarily on parking reductions to affect the number of vehicle 
trips. Table 12 and Table 13 present daily trip generation and vehicle trip reduction estimates for 
ancillary development in Phase 1 and full buildout, respectively, assuming the following measures:   

• Adhere to parking maximums of: 
o 1.0 parking spaces per residential unit 
o 2.0 parking spaces per 1,000 square feet office 
o 2.6 parking spaces per 1,000 square feet retail / restaurant 
o 0.5 parking spaces per hotel room 
o parking spaces for the performance venue would be shared with the ballpark 

• Utilize the hotel on gamedays to host visiting players, staff, and media, who will generate 
a limited number of external vehicle trips compared to typical guests. 

• Construct physical improvements, such as corridor-level bikeway and pedestrian 
improvements, that help facilitate travel by modes other than automobiles. 

• Execute on-going operational strategies, such as unbundled parking and designated 
carshare spaces, to reduce automobile ownership and encourage non-automobile travel.  
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Table 10 
HOWARD TERMINAL ANCILLARY DEVELOPMENT AUTOMOBILE TRIP GENERATION 

PHASE 1 

Land Use 1 ITE 
Code Size2  Daily 

Trips 

Weekday AM Peak 
Hour 

Weekday PM Peak 
Hour 

In Out Total In Out Total 

Residential3 222 540 DU 2,340 41 129 170 118 75 193 

Office4 710 250 KSF 2,590 225 37 262 44 228 272 

Retail5 820 20 KSF 2,020 100 62 162 80 86 166 

Restaurant6 932 10 KSF 1,130 55 45 100 61 37 98 

Hotel7 310 400 rooms 4,090 115 80 195 140 134 274 

ITE Trip Generation Subtotal 12,170 536 353 889 443 560 1,003 

Non-Auto Reduction8 -4,470 -197 -130 -326 -163 -206 -368 

Adjusted Total Project Auto Trips 7,700 339 223 563 280 354 635 

Notes: 
1. The 3,500-seat performance venue is not part of Phase 1. 
2. DU = Dwelling Units, KSF = 1,000 square feet. 
3. ITE Trip Generation (10th Edition) land use category 222 (High-Rise Apartment): 

Daily: T = 3.94 * X + 211.81 
AM Peak Hour: T = 0.28 * X + 12.86 (24% in, 76% out) 
PM Peak Hour: T = 0.34 * X + 8.56 (61% in, 39% out) 

4. ITE Trip Generation (10th Edition) land use category 710 (General Office Building): 
Daily: Ln(T) = 0.97 * ln(X) + 2.5 
AM Peak Hour: T = 0.94 * X + 26.49 (86% in, 14% out) 
PM Peak Hour: Ln(T) = 0.95 * ln(X) +0.36 (60% in, 40% out) 

5. ITE Trip Generation (10th Edition) land use category 820 (Shopping Center): 
Daily: Ln(T) = 0.68 * ln(X) + 5.57 
AM Peak Hour: T = 0.5 * X + 151.78 (62% in, 38% out) 
PM Peak Hour: Ln(T) = 0.74 * ln(X) + 2.89 (48% in, 52% out) 

6. ITE Trip Generation (10th Edition) land use category 932 (High-Turnover (Sit-Down) Restaurant): 
Daily: T = 112.18 * X 
AM Peak Hour: T = 9.94 * X (55% in, 45% out) 
PM Peak Hour: Ln(T) = 9.77 * X (62% in, 38% out) 

7. ITE Trip Generation (10th Edition) land use category 310 (Hotel): 
Daily: T = 11.29 * X - 426.97 
AM Peak Hour: T = 0.5 * X - 5.34 (59% in, 41% out) 
PM Peak Hour: T = 0.75 * X - 26.02 (51% in, 49% out) 

8. Reductions of 36.7% assumed, based on City of Oakland Transportation Impact Review Guideline, using Census data 
for urban environments between 0.5 and 1.0 miles from a BART station. 

Source: Fehr & Peers, 2019. 
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Table 11 
HOWARD TERMINAL ANCILLARY DEVELOPMENT AUTOMOBILE TRIP GENERATION 

FULL BUILDOUT 

Land Use ITE 
Code Size1  Daily 

Trips 

Weekday AM Peak Hour Weekday PM Peak Hour 

In Out Total In Out Total 

Residential2 222 3,000 DU 12,040 206 654 860 628 401 1,029 

Office3 710 1,500 KSF 14,680 1,236 201 1,437 239 1,253 1,492 

Retail4 820 180 KSF 8,970 150 92 242 403 437 840 

Restaurant5 932 90 KSF 10,100 492 403 895 546 334 880 

Hotel6 310 400 rooms 4,090 115 80 195 140 134 274 

3,500-Seat Performance Venue 
(annualized weekday average)7 440 0 0 0 0 0 0 

Trip Generation Subtotal 50,320 2,199 1,430 3,629 1,956 2,559 4,515 

Non-Auto Reduction8 -18,420 -807 -525 -1,332 -718 -939 -1,657 

Adjusted Total Project Auto Trips 31,900 1,392 905 2,297 1,238 1,620 2,858 

Notes: 
1. DU = Dwelling Units, KSF = 1,000 square feet. 
2. ITE Trip Generation (10th Edition) land use category 222 (High-Rise Apartment): 

Daily: T = 3.94 * X + 211.81 
AM Peak Hour: T = 0.28 * X + 12.86 (24% in, 76% out) 
PM Peak Hour: T = 0.34 * X + 8.56 (61% in, 39% out) 

3. ITE Trip Generation (10th Edition) land use category 710 (General Office Building): 
Daily: Ln(T) = 0.97 * ln(X) + 2.5 
AM Peak Hour: T = 0.94 * X + 26.49 (86% in, 14% out) 
PM Peak Hour: Ln(T) = 0.95 * ln(X) +0.36 (60% in, 40% out) 

4. ITE Trip Generation (10th Edition) land use category 820 (Shopping Center): 
Daily: Ln(T) = 0.68 * ln(X) + 5.57 
AM Peak Hour: T = 0.5 * X + 151.78 (62% in, 38% out) 
PM Peak Hour: Ln(T) = 0.74 * ln(X) + 2.89 (48% in, 52% out) 

5. ITE Trip Generation (10th Edition) land use category 932 (High-Turnover (Sit-Down) Restaurant): 
Daily: T = 112.18 * X 
AM Peak Hour: T = 9.94 * X (55% in, 45% out) 
PM Peak Hour: Ln(T) = 9.77 * X (62% in, 38% out) 

6. ITE Trip Generation (10th Edition) land use category 310 (Hotel): 
Daily: T = 11.29 * X - 426.97 
AM Peak Hour: T = 0.5 * X - 5.34 (59% in, 41% out) 
PM Peak Hour: T = 0.75 * X - 26.02 (51% in, 49% out) 

7. Attachment A describes performance venue trip generation calculations. Performance venue is expected to operate 
only 50 days per year, with many weekend events, annualized average number of daily weekday trips (assuming 30 
weekday events) is used for analysis purposes. No peak hour trips are expected due to event start times. 

8. Reductions of 36.7% assumed for ITE rates, based on City of Oakland Transportation Impact Review Guideline, using 
Census data for urban environments between 0.5 and 1.0 miles from a BART station, Ferry Terminal and rail station. 
Performance venue non-auto rates calculated using methodology described in Attachment A. 

Source: Fehr & Peers, 2019. 
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TABLE 12 
ANCILLARY DEVELOPMENT VEHICLE TRIPS WITH AND WITHOUT TDM PLAN 

PHASE 1 

Land Use 
Weekday Daily 

Without TDM With TDM Vehicle Trip Reduction 

Residential 1,500 1,000 -30% 

Office 1,600 1,200 -28% 

Retail 1,300 1,100 -17% 

Restaurant 700 600 -17% 

Hotel 2,600 2,300 1 -10% 

Total 7,700 6,200 -20% 

Notes: 
1. With the TDM Plan, the hotel use would generate 1,300 daily trips on weekdays with a baseball game and 2,600 

daily trips on other weekdays. Therefore, the weekday daily average trip generation over the course of the year 
is used to analyze overall vehicle trip reduction with the TDM Plan.  

Source: Fehr & Peers, 2019.  
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TABLE 13 
ANCILLARY DEVELOPMENT VEHICLE TRIPS WITH AND WITHOUT TDM PLAN 

FULL BUILDOUT 

Land Use 
Weekday Daily 

Without TDM With TDM Vehicle Trip Reduction 

Residential 7,600 5,400 -30% 

Office 9,300 6,700 -28% 

Retail 5,700 4,700 -17% 

Restaurant 6,400 5,300 -17% 

Hotel 2,600 2,300 1 -10% 

Performance Venue 300 2 300 2 -0% 

Total 31,900 24,700 -23% 

Notes: 
1. With the TDM Plan, the hotel use would generate 1,300 daily trips on weekdays with a baseball game and 2,600 

daily trips on other weekdays. Therefore, the weekday daily average is used to represent vehicle trip generation 
with the TDM Plan.  

2. The performance venue would generate 2,900 daily trips on weekdays with an event and zero trips on other 
weekdays. Therefore, the weekday daily average is used to represent vehicle trip generation. 

Source: Fehr & Peers, 2019.  

Attachment A documents the measures that have the potential to reduce vehicle trips. The select 
measures, summarized above, were applied to illustrate that the ancillary development at Howard 
Terminal with a TDM Plan would further reduce vehicle trips to achieve the City threshold of 
reducing trip generation by 20% both in Phase 1 and at full buildout. 

3.1.2 BALLPARK  

The ballpark would host 81 regular season baseball games, one to two pre-season games, and up 
to 11 post-season games. Three to 15 concerts would occur each year, and there would be about 
35 other small events, 100 corporate/community events, and up to 16 events at the plaza adjacent 
to the ballpark. A travel mode choice model was developed to estimate trip generation at the 
Howard Terminal ballpark by mode. Compared to the Coliseum/Oracle Arena, a ballpark at Howard 
Terminal would induce three primary changes in the travel patterns of attendees, each of which 
were addressed in the model: 
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• Attendees who currently take BART to the Coliseum from origins in and around downtown 
Oakland will shift modes to access a ballpark at Howard Terminal. 

• Attendees who currently drive to the Coliseum from origins near Howard Terminal will shift 
modes to access a ballpark at Howard Terminal. 

• Attendees from south or southeast of the Coliseum site, for whom the Howard Terminal 
site represents a longer travel distance, may no longer attend games, replaced by those for 
whom games would be more conveniently located.8 

The detailed methodology for this model is provided in Attachment A and the technical basis for 
applying a geographic shift to account for the ballpark relocation is provided in Attachment B. 
Table 14 presents the total automobile trip generation estimates for each baseball game type and 
special events. Because the ballpark is expected to generate more than 100 vehicle trips during a 
single peak hour, the City requires that vehicle trips be reduced by 20 percent.  

Table 14 
HOWARD TERMINAL BALLPARK AUTOMOBILE TRIP GENERATION WITHOUT A TMP 

Mode 

Weekday Evening 1 Weekday Day 1 Weekend 1 Concert 2 

Attendee 
Mode 
Share 

Total 
Vehicle-
Trips 3 

Attendee 
Mode 
Share 

Total 
Vehicle-
Trips 3 

Attendee 
Mode 
Share 

Total 
Vehicle-
Trips 3 

Attendee 
Mode 
Share 

Total 
Vehicle-
Trips 3 

Drive 57%  16,900  56%  16,700  62%  18,300  57% 13,700 

TNC 4 18%  10,500  19% 11,100  18%  10,300  20% 9,100 

Total Auto 
Trips 27,400 27,800 28,600 22,800 

Notes: 
1. Assumes a 35,000-attendee game with 1,320 employees. 
2. Assumes a 28,000-attendee event with 1,200 employees. 
3. Auto occupancy of 2.41 attendees per vehicle assumed for both drivers and TNC trips. Employee trips assumed 

to be single occupant. 
4. TNC use involves two vehicle trips: one to pick up the passenger and one to drop off the passenger. 

Source: Fehr & Peers, 2019. 
 

Ballpark Trip Generation with Transportation Management Plan  

The ballpark would implement a TMP to achieve the vehicle trip reductions required by the City of 
Oakland’s COAs, as well as to reduce VMT per attendee to less-than-significant levels (Section 2.1.8). 

                                                      
8  See Attachment B for supporting evidence regarding trip distribution changes from ballpark relocations. 
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Table 15 presents the vehicle trip reduction estimates for the ballpark using the TMP elements 
described in Section 2.1.8. As noted in Table 14, the TMP would reduce vehicle trips by at least 20 
percent for baseball games, as well as for concert events. Attachment A documents the measures 
that have the potential to reduce vehicle trips. 

Table 15 
BALLPARK VEHICLE TRIP GENERATION AND VEHICLE TRIP REDUCTION 

Scenario Weekday Evening 1 Weekday Day 1 Weekend 1 Concert 2 

Without TMP 

Vehicle Trip 
Generation 27,400 27,800 28,600 22,800 

With TMP – Phase 1 

Vehicle Trip 
Generation 22,000 20,700 22,900 19,600 

Vehicle Trip 
Reduction 19% 25% 20% 14% 

With TMP – Full Buildout 

Vehicle Trip 
Generation 20,500 19,200 21,300 18,000 

Vehicle Trip 
Reduction 

25% 31% 26% 21% 

Notes: 

1. Includes 35,000 attendees and 1,320 employees for 81 regular season games, one to two pre-season games, and 
up to 11 post-season games. 

2. Includes 28,000 attendees and 1,200 employees for three to fifteen concert events each year.  
Source: Fehr & Peers, 2019. 

3.2 NON-VEHICULAR TRIP GENERATION 

Consistent with City of Oakland TIRG, Table 16 and Table 17 present the estimates of project trip 
generation in Phase 1 and at full buildout, respectively, with and without the TDM Plan for all travel 
modes for the ancillary development, excluding the performance venue. Trip generation and mode 
shares for all travel modes for an at-capacity event at the performance venue are presented in Table 
18. Travel behavior at performance venue events would not be affected by the TDM Plan.  

Mode splits for the non-performance venue components of the ancillary development were based 
on the mode split estimates from the TIRG. For this analysis, the use of “other” modes was assumed 
to be non-automobile travel and was assigned to transit, bicycling, and walking trips in the same 
relative ratios as provided in the TIRG. With the TDM Plan, total trips were assumed to remain 
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constant, and vehicle trip reductions due to the TDM Plan elements were assumed to cause mode 
shifts towards transit, bicycling, or walking trips in proportion to the ratios provided in the TIRG. 
Transit trips were assigned to BART, bus, ferry, and Amtrak based on Census data regarding the 
relative commute mode share of those options for residents of the Jack London District.9 

Mode share for all travel modes for an at-capacity attendance game or event at the ballpark without 
a TMP is presented in Table 19, and the mode share for an at-capacity game with a TMP is 
presented in Table 20 and Table 21 for Phase 1 and at full buildout, respectively. 

Source: City of Oakland, U.S. Census Bureau, Fehr & Peers, 2019. 
  

                                                      
9  See U.S. Census Bureau, 2013-2017 American Community Survey 5-Year Estimates, Alameda County 

Census Tract 9832, Table B08006. 

Table 16 
HOWARD TERMINAL ANCILLARY DEVELOPMENT TRIP GENERATION BY TRAVEL MODE 

PHASE 1 

Mode 
Without TDM Plan With TDM Plan 

Daily AM Peak Hour PM Peak Hour Daily AM Peak Hour PM Peak Hour 

Automobile 7,700 563 635 6,190 453 511 

BART 2,060 151 170 2,760 201 227 

Bus 520 38 42 690 50 57 

Ferry 340 25 28 450 33 36 

Amtrak 120 9 10 170 12 14 

Bike 630 46 52 840 62 70 

Walk 800 58 66 1,070 78 88 

Total Trips 12,170 889 1,003 12,170 889 1,003 
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Source: City of Oakland, U.S. Census Bureau, Fehr & Peers, 2019. 

Notes: Refer to Table 3 for automobile drive and TNC mode share percentages.  
Source: City of Oakland, U.S. Census Bureau, Fehr & Peers, 2019. 
 

Table 17 
HOWARD TERMINAL ANCILLARY DEVELOPMENT TRIP GENERATION BY TRAVEL MODE 

FULL BUILDOUT – EXCLUDING PERFORMANCE VENUE 

Mode 
Without TDM Plan With TDM Plan 

Daily AM Peak Hour PM Peak Hour Daily AM Peak Hour PM Peak Hour 

Automobile 31,570 2,297 2,858 24,440 1,778 2,212 

BART 8,450 614 764 11,740 854 1,063 

Bus 2,110 154 191 2,930 213 266 

Ferry 1,380 101 125 1,920 140 174 

Amtrak 510 37 46 710 52 64 

Bike 2,580 188 234 3,590 261 325 

Walk 3,270 238 296 4,550 331 411 

Total Trips 49,880 3,629 4,515 49,880 3,629 4,515 

Table 18 
HOWARD TERMINAL PERFORMANCE VENUE TRIP GENERATION BY TRAVEL MODE 

Mode 
Event Days 

Attendee Mode Share Total Person-Trips 

Automobile (Drive/TNC) 77% (57%/20%) 5,381 (4,015/1,366) 

BART 18% 1,274 

Bus 1% 65 

Ferry <1% 14 

Amtrak 0% 0 

Bicycle <1% 13 

Walk 4% 253 
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Table 19 
HOWARD TERMINAL BALLPARK TRIP GENERATION – WITHOUT TMP 

Mode 

Weekday Evening 1 Weekday Day 1 Weekend 1 Concert 2 

Attendee 
Mode 
Share 

Total 
Person-

Trips 

Attendee 
Mode 
Share 

Total 
Person-

Trips 

Attendee 
Mode 
Share 

Total 
Person-

Trips 

Attendee 
Mode 
Share 

Total 
Person-

Trips 

Drive 57% 40,150 56%  39,690  62%  43,610  57% 32,480 

TNC 18% 12,610 19%  13,370  18%  12,440  20% 10,930 

Walk 3% 1,790 3%  2,040  2%  1,410  4% 2,050 

Bicycle <1% 120 <1%  140  <1%  110  <1% 130 

Ferry <1%  350  <1%  200  <1%  100  <1% 120 

Bus 1%  980  1%  1,050  1%  940  1% 880 

BART 21% 16,630 21%  16,150  17%  14,040  18% 11,820 

Notes: 
1. Assumes a 35,000-attendee game with 1,320 employees. 
2. Assumes a 28,000-attendee event with 1,200 employees. 

Source: Fehr & Peers, 2019. 

Table 20 
HOWARD TERMINAL BALLPARK TRIP GENERATION – WITH TMP – PHASE 1 

Mode 

Weekday Evening 1 Weekday Day 1 Weekend 1 Concert 2 

Attendee 
Mode 
Share 

Total 
Person-

Trips 

Attendee 
Mode 
Share 

Total 
Person-

Trips 

Attendee 
Mode 
Share 

Total 
Person-

Trips 

Attendee 
Mode 
Share 

Total 
Person-

Trips 

Drive 50% 35,100 39% 27,870 50% 35,100 62% 35,060 

TNC 12% 8,880 15% 10,820 14% 9,790 10% 5,850 

Walk 4% 2,510 4% 2,750 3% 1,850 5% 2,610 

Bicycle 1% 960 1% 1,120 1% 930 2% 860 

Ferry 1% 420 0% 200 0% 100 0% 120 

Bus 2% 1,480 2% 1,620 1% 1,330 2% 1,190 

BART 30% 23,290 38% 28,260 31% 23,540 20% 12,710 

Notes: 
1. Assumes a 35,000-attendee game with 1,320 employees. 
2. Assumes a 28,000-attendee event with 1,200 employees. 

Source: Fehr & Peers, 2019. 
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Table 21 
HOWARD TERMINAL BALLPARK TRIP GENERATION – WITH TMP – FULL BUILDOUT 

Mode 

Weekday Evening 1 Weekday Day 1 Weekend 1 Concert 2 

Attendee 
Mode 
Share 

Total 
Person-

Trips 

Attendee 
Mode 
Share 

Total 
Person-

Trips 

Attendee 
Mode 
Share 

Total 
Person-

Trips 

Attendee 
Mode 
Share 

Total 
Person-

Trips 

Drive 39% 27,870 29% 20,640 39% 27,870 49% 27,830 

TNC 15% 10,550 18% 12,480 16% 11,450 13% 7,510 

Walk 4% 2,510 4% 2,750 3% 1,860 5% 2,610 

Bicycle 1% 1,040 2% 1,190 1% 1,000 2% 930 

Ferry 1% 500 <1% 200 <1% 100 <1% 110 

Bus 2% 1,620 2% 1,690 1% 1,400 2% 1,260 

BART 38% 28,570 46% 33,680 39% 28,970 29% 18,130 

Notes: 
1. Assumes a 35,000-attendee game with 1,320 employees. 
2. Assumes a 28,000-attendee event with 1,200 employees. 

Source: Fehr & Peers, 2019. 
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4. NEXT STEPS 

We will proceed with the remaining scope of work tasks presented below while the City reviews the 
methodology and results of this memorandum.  

Task 4 – Roadway Segments and Forecasts 

Fehr & Peers will collect and process traffic data at up to 70 intersections for the AM (7 to 9 AM) 
and PM (4 to 6 PM) weekday peak period. See the figure attached to this memorandum for the 
location of the intersections as well as the location of the at-grade railroad crossings. This data will 
be used for generating two-way road segment traffic forecasts. Forecasts for the air quality and 
noise analyses of the project will be prepared under the following scenarios: 

• Existing  

• Existing Plus Ballpark and Phase 1 Project 

• Existing Plus Ballpark and Project Buildout  

• 2040 No Project  

• 2040 Plus Ballpark and Project Buildout 

• 2040 Plus Ballpark and Project Buildout Plus DOSP 

We will use the Alameda CTC Travel Demand Model to establish the 2040 volume forecasts and 
forecasts with the DOSP.  

Task 5 – Consistency with Plans  

Fehr & Peers will review the City of Oakland’s adopted Plans and Policies pertaining to 
transportation and to what extent the project is consistent with them. The City of Oakland TIRG 
identifies the documents that will be reviewed including the General Plan (LUTE), Pedestrian Master 
Plan, Bicycle Master Plan, Public Transit and Alternatives Modes Policy, Oakland Complete Street 
Policy, Standard Conditions of Approval and Uniformly Applied Development Standards, and the 
California Environmental Quality Act (CEQA) Thresholds of Significance Guidelines aligning with 
Senate Bill 743.  

Task 6 – Congestion Management Program (CMP) Analysis 

Fehr & Peers will use the Alameda CTC Travel Demand Model to assess the impacts on regional 
roadways near the project site. The CMP and Metropolitan Transportation System (MTS) roadways 
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in the project vicinity include State Route 24, Interstates-80, 580, 880, 980, and Webster/Posey 
Tubes. The final list of locations will be adjusted to reflect comments on the NOP.  

Task 7 – EIR Analysis of Alternatives 

Fehr & Peers will estimate trip generation for up to three project alternatives. We will also provide 
a qualitative discussion of VMT and potential project impacts under the alternatives in comparison 
to the project.  

Task 8 – CEQA Documentation  

Fehr & Peers will summarize the results of the above tasks as well as the methodology and results 
presented in this memorandum in the Transportation section of a CEQA document [with any further 
substantiation included as attachment(s)] and submit to ESA and the City of Oakland staff for review 
and approval. This scope assumes the preparation of two administrative drafts, a screen-check draft, 
and a final document.  

Task 9 – Intersection Operations Analysis (Events at Ballpark) 

Since the City of Oakland no longer evaluates intersection traffic operations for CEQA documents, 
this is a non-CEQA task. The findings from this task will be provided as an attachment to the CEQA 
document for informational purposes.  

This analysis will be conducted using micro-simulation software to understand the necessary 
infrastructure and operational strategies to accommodate an event at the ballpark on existing 
traffic. The analysis will include two scenarios, including a) an at-capacity weekday day game ending 
at 3:30 PM and b) an at-capacity weekday evening game start at 7:00 PM. At this time, the analysis 
will address: 

• Phase I development of the site with a ballpark event  

• Buildout of the site with a ballpark event  

The infrastructure and operational strategies identified in this analysis will, at the City’s discretion, 
become recommendations in the Conditions of Approval for the project and eventually 
incorporated into the Transportation Management Plan (TMP) for the ballpark.  
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Task 10 – Site Analysis 

Fehr & Peers will review the project site plan and the existing street network adjacent to the project 
site to evaluate safety for motorists, bicyclists, pedestrians in the context of the site access and 
circulation. Specifically, we will review the site plan in terms of: 

• Site access for automobiles, bicyclists, and pedestrians, including access across the railroad 
tracks and to nearest bus/shuttle/TNC stops and the BART Station 

• Site access for deliveries  

• Pedestrian facilities, such as crosswalk treatments, signal equipment, sidewalk widths and 
ADA considerations adjacent to the project site and to the nearest transit stops 

• Sight distance for pedestrians and automobiles at the project access points 

• Streets connecting the project site to the nearest bicycle facilities  

• Location, type, and amount of bicycle parking  

• Estimated project automobile parking demand and adequacy of parking supply 

• Need for and location of on- and off-street passenger and commercial loading zones 

• Adequacy of bus stop infrastructure serving the site transit users 

• Bicycle, pedestrian, and transit impacts due to construction as well as expected truck routes 

Task 11 – Collision History 

Fehr & Peers will review five years of collision history (vehicle, pedestrian, and bicycle) at the 
intersections where intersection operations were analyzed, as well as the road segments adjacent 
to the project site. We will identify if there are any crash patterns by collision type, severity, primary 
collision factor, and movement. We will develop predicted crash frequencies for each study location 
based on Part C of the Highway Safety Manual (HSM). These predicted crash frequencies will be 
compared against the observed crash frequencies to identify if any of the study locations experience 
a higher-than-predicted number of collisions, and if so, we will identify potential treatments to 
improve safety.  

Task 12 – At-Grade Railroad Crossing Safety Evaluation  

Using the data available from the Federal Railroad Administration (FRA) and previously-conducted 
analysis, Fehr & Peers will summarize five years of collision history at the Market Street, Martin 
Luther King Jr Way, Clay Street, Washington Street, and Broadway at-grade railroad crossings near 
the project site. We will also inventory the existing safety features of the at-grade railroad crossings. 
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Considering the increased usage of the at-grade crossings by automobiles, bicycles, and 
pedestrians, we will recommend improvements to the at-grade crossings, if necessary. 

Task 13 – Intersection Operations Analysis (Ancillary Development) 

As described in Task 9, the City of Oakland no longer evaluates intersection traffic operations for 
CEQA documents. In addition to the detailed traffic operations analysis for events at the ballpark 
described in Task 9, Fehr & Peers will assess intersection operations for the ancillary development 
buildout using Synchro software. This analysis is undertaken to ensure that local streets can 
reasonably accommodate day-to-day traffic loads from the project excluding an event at the 
ballpark. The analysis will be conducted for the weekday AM (7:00 AM to 9:00 AM) and PM (4:00 
PM to 6:00 PM) peak periods. Recommendations identified through this analysis will, at the City’s 
discretion, become recommendations in the Conditions of Approval for the project’s ancillary 
development. 

Task 14 – Bike Corridor Analysis 

An expanded bike corridor analysis will be conducted, including conducting a corridor site 
walk/bike to identify potential corridor enhancements to accommodate greater bicycle rider flows, 
calculating bicycle Level of Traffic Stress for each corridor, and developing recommendations for 
bicycle-related improvements. The corridors under consideration will include:  

• Mandela Parkway-3rd Street corridor between the West Oakland BART station and Howard 
Terminal, including bike access via Market and Martin Luther King Jr Way 

• Martin Luther King Jr Way corridor between Howard Terminal and 14th Street  

• On-street San Francisco Bay Trail through Jack London District, including the transition 
from 3rd Street to 2nd Street and then on 2nd Street through the district to Embarcadero. 

Task 15 – Construction Impacts 

Fehr & Peers will qualitatively assess the potential effects of the first phases of project construction 
on roadways, intersection, parking, transit, pedestrians, and bicyclists during the construction 
period in accordance with Oakland’s TIRG, Standard Conditions of Approval, and Supplemental 
Design Guidance: Accommodating Pedestrians, Bicyclists, and Bus Facilities in Construction Zones.  

Task 16 – Transportation and Parking Demand Management (TDM) Plan  

Since the ancillary development of the project is expected to generate more than 50 peak hour 
trips, Fehr & Peers will prepare a Transportation and Parking Management (TDM) Plan for the 
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ancillary development, consistent with the TIRG. The TDM Plan would consist of infrastructure 
improvements and on-going operational strategies that would increase non-automobile mode 
share by the project. If feasible, we will quantify the effectiveness of each strategy in reducing 
vehicle trips.  

For the ballpark, a draft Transportation Management Plan (TMP) was prepared that incorporates a 
TDM Plan. The draft TMP generally outlines the challenges and opportunities for accommodating 
ballpark traffic and sets the framework under which the ballpark traffic will be managed. It is 
expected that the draft TMP will be updated to reflect the CEQA mitigation measures, as well as the 
Conditions of Approval for the ballpark. The TMP is intended to act as a living document and be 
updated regularly to manage ballpark traffic as conditions and circumstances change.  

Task 17 – Documentation 

Fehr & Peers will summarize Tasks 9 through 16 in a standalone document(s) that may, at the City’s 
discretion, be included as appendices for the project’s CEQA document. These documents, at the 
City’s discretion, can also be used to prepare the project’s Conditions of Approval.  

Please contact Rob (r.rees@fehrandpeers.com or 510-834-3200) or Lee (l.reis@fehrandpeers.com 
or 510-851-7702) with questions or comments.  

ATTACHMENTS 

Figure illustrating intersection count locations 

Attachment A –  
Ballpark Trip Generation and TMP Analysis and Ancillary Development and TDM Analysis 

Attachment B –  
Atlanta Ballpark Relocation Trip Distribution Case Study 

mailto:r.rees@fehrandpeers.com
mailto:l.reis@fehrandpeers.com
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1 BALLPARK TRIP GENERATION ANALYSIS 

The Howard Terminal Ballpark would be constructed on the eastern portion of the Howard Terminal 
site and have a 35,000-person capacity. Absent a Transportation Management Plan (TMP), the 
ballpark would also include 6,800 parking spaces with at-grade vehicle access at Market Street and 
at Martin Luther King Jr Way. Howard Terminal is currently used to support Port of Oakland 
operations with truck parking, container storage, and longshoreman training and administration. 
These existing uses would likely relocate to other Port properties, and the associated vehicle trips 
would remain on the network, albeit at somewhat different locations.  

Three types of gameday scenarios were studied: weekday evening games, which typically start 
around 7:00 PM; weekday day games, which typically start around 12:30 PM; and weekend games, 
which typically start at either 1:00 PM or 6:00 PM. Around half of A’s home games are weekday 
evening games, about one-sixth are weekday day games, and about one-third are weekend games. 

The ballpark is anticipated to occasionally host large special events, such as concerts, providing 
maximum attendance of 28,000 people for these events. These events would be similar to the larger 
events that now occur at the Oracle Arena. 

1.1 DATA SOURCES 

A variety of data describing the existing travel behavior of attendees to A’s games at the Coliseum 
and attendees to the larger popular events at Oracle Arena was collected to help develop Howard 
Terminal Ballpark trip generation estimates. A brief description of the data, the data provider, and 
what the data was used for is presented in Table 1 on the following page.  

1.2 BASEBALL GAME TRIP GENERATION 

Trip generation calculations are based on at-capacity attendance at the ballpark. Games at capacity 
represent the greatest impacts of the ballpark on the transportation system, and it is therefore 
essential to ensure that the TMP strategies reduce vehicle trips to a satisfactory extent under these 
conditions. To the extent that actual attendance is typically below capacity, trip generation would 
be less than is calculated here.  
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TABLE 1 
SUMMARY OF DATA SOURCES USED FOR BALLPARK TRIP GENERATION 

Data Data Provider Use 

BART Hourly Origin-
Destination Volumes 1 BART -Existing Gameday/Event BART Mode Share 

-Geographic Distribution of BART Rider Attendees 

Coliseum Turnstile 
Attendance 2 Oakland A’s -Existing Gameday BART Mode Share at Coliseum 

Oracle Arena Concert 
Attendance 3 Billboard -Existing BART Mode Share for High-Demand 

Concerts at Oracle Arena 

Vehicle Origin-Destination 
Distribution 4 StreetLight Data -Geographic Distribution of Vehicle Attendees 

-Driver Second-Choice Mode Preferences 

Driveway Counts 5 IDAX -Existing Gameday/Event TNC Mode Share 

Vehicle Occupancy 6 Fehr & Peers -Gameday/Event Average Vehicle Occupancy 

Downtown Oakland Parking 
Supply and Occupancy 7 City of Oakland -Parking Spaces Available for Ballpark Attendees 

Notes: 
1. BART hourly origin-destination volumes can be found at http://64.111.127.166/origin-destination/. Data 

collected for A’s games during the 2017 season. 
2. Per-game data collected for A’s games during 2017 season. 
3. Six large weekend evening concerts at Oracle Arena in 2017 were studied, using data from Billboard Boxscore: 

• Red Hot Chili Peppers (3/12) 
• Panic! At the Disco (3/25) 
• Roger Waters (6/10) 
• Arcade Fire (10/21) 
• Enrique Iglesias and Pitbull (10/28) 
• Jay-Z (12/16) 

4. Based on cell phone location-based services data collected for A’s games played between July 2016 and 
September 2017. More information on the data source can be found at https://www.streetlightdata.com/.  

5. Driveway counts of entering and exiting vehicles were collected at the main gate and gates with significant 
traffic on one game day for each type (weekday evening, weekday day, and weekend) during September 2018. 
Counts were collected from two hours prior to the game’s start time to two hours after the final out. 

6. Field observations of vehicle occupancy were collected at the main gate for a weekend game in September 
2018. Counts were collected from two hours prior to the game’s start time to 30 minutes after the start time. 

7. Parking supply data included on-street and publicly-available off-street spaces. Occupancy data included 
availability on each block and lot/garage at 1:00 PM and 7:00 PM on weekdays and Saturday at 1:00 PM. Supply 
and occupancy data were collected in 2015. Parking supply was adjusted to reflect parking lots developed since 
2015, but demand at the lots were maintained. 

Source: Fehr & Peers, 2019. 
  

https://www.streetlightdata.com/
http://64.111.127.166/origin-destination/
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The conditions presented here for the Howard Terminal site represent the operations without any 
consideration for managing vehicle generation. 6,800 parking spaces would be provided to 
maintain the existing personal vehicle parking availability at the Coliseum, and no special 
accommodations for or attempt to encourage non-automobile transportation would be 
undertaken. 1 Both Market Street and Martin Luther King Jr Way would remain as four-lane streets 
to maximize vehicle throughput to and from Howard Terminal. Existing sidewalks on these streets 
would remain with no enhancements. On-site and off-site pick-up/drop-off and waiting zones for 
transportation network companies (TNCs) like Lyft and Uber are considered part of the project. 

Instead of making assumptions about global changes to mode split, the trip generation analysis in 
this memorandum models the impact of moving to Howard Terminal by assessing the mode choice 
impact on specific geographies to build a global mode shift estimate. 

1.2.1 EXISTING GAMEDAY TRAVEL BEHAVIOR AT THE COLISEUM 

Trip generation calculations for the Howard Terminal Ballpark begins with the mode split of 
attendees to the existing Coliseum. Table 2 presents the estimated mode of access for attendees 
to the Coliseum ballpark for each of the three game types. 

TABLE 2 
EXISTING COLISEUM BALLPARK MODE OF ACCESS 

Mode Weekday Evening Weekday Day Weekend 

Drive 70% 71% 74% 

TNC 1 7% 7% 7% 

BART 23% 22% 19% 

Walk/Bike/Other Transit 2 * * * 

Notes: 
1. Assumes TNCs were 9% of total vehicle use, based on driveway count data. 
2. Negligible use of other modes observed during field visits 

Source: Fehr & Peers, BART, 2019. 

For home games during the 2017 season, BART hourly ridership data by origin-destination pairs 
was used to calculate the average number of exits at the Coliseum BART station on each of the 
three gameday types three hours before the scheduled start time to one hour after the scheduled 

                                                      
1  The Coliseum provides around 9,100 spaces for a 47,000-seat baseball capacity. 6,800 spaces at the 

Howard Terminal Ballpark maintains the same ratio of parking spaces-to-seats capacity. 
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start time. The average volume of Coliseum exits during those times on days without a game was 
then subtracted to estimate BART riders traveling to the Coliseum for the A’s game. Days on which 
other events occurred at either the Coliseum or Oracle Arena were excluded from the analysis. 
Variable game end times make it difficult to accurately describe departure mode split using 
historical data, so the departure mode split is assumed to be similar to the arrival mode split.  

These BART ridership numbers were compared against the average turnstile attendance in the 2017 
season for each of the game types to calculate the BART mode share. All other attendees were 
assumed to travel to games at the Coliseum by automobile. Land use intensity near the Coliseum 
is low, bus service is limited, and field observations found a negligible number of attendees arriving 
to the main entrance on foot or by bus. While attendees arriving via other modes may also access 
the Coliseum through the BART station pedestrian bridge, this is unlikely to describe a significant 
number of attendees. 

The share of attendees arriving by TNC was estimated by using driveway counts from one game of 
each game type in September 2018. Vehicles exiting the Coliseum between two hours prior and 
one hour after game start were assumed to be TNCs, and that number was compared to the total 
number of vehicles entering the site during that time. The exiting percentage across the three game 
types was averaged due to the small sample size, and the average TNC rate of 9% of all entering 
vehicles was established and assumed to apply to all three game types.  

Moving to a ballpark at Howard Terminal would induce three overarching changes in travel patterns 
of attendees that must be addressed to model trip generation. These changes are discussed in the 
next sections and include: 

• Some or all attendees who currently take BART to the Coliseum from origins in and around 
downtown Oakland will shift modes to access a ballpark at Howard Terminal. 

• Some attendees who currently drive to the Coliseum from origins near Howard Terminal or 
near the Coliseum will shift modes to access a ballpark at Howard Terminal. 

• Some attendees from south or southeast of the Coliseum site, for whom the Howard 
Terminal site represents a longer travel distance, will no longer attend games, replaced by 
those for whom games would be more conveniently located. 

Tables with data regarding existing distributions and assumptions of mode splits and geographic 
shifts for arrivals and departures for each game type can be found at the end of this attachment. 
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1.2.2 MODE SHIFT OF CURRENT BART RIDERS 

Some attendees who currently take BART to the Coliseum would switch modes to attend games at 
Howard Terminal. Depending on the origin station, varying proportions of attendees were assumed 
to switch to TNCs, walking, bicycling, buses, or ferries.2 Attendees who currently use BART to attend 
games were assumed to continue to be non-drivers, and therefore none were assumed to switch 
to driving a personal vehicle.  

Attendees who take BART from the three Downtown Oakland BART stations or the West Oakland 
BART station to games at the Coliseum would not utilize BART if games were played at Howard 
Terminal. The West Oakland, 12th Street Oakland City Center, and Lake Merritt stations are the 
three closest stations to Howard Terminal and are roughly equidistant. The 19th Street Oakland 
station is also close to Howard Terminal, and attendees would not ride BART simply to travel from 
19th Street to 12th Street. Without a TDM Plan, riders from these closest stations would mostly 
either walk to the ballpark or take a TNC, with a small percentage bicycling or taking the Broadway 
Shuttle (for weekday games only, as the Broadway Shuttle does not operate on weekends). 

Some riders who currently take BART to the Coliseum from the MacArthur, Ashby, Rockridge, or 
Fruitvale BART stations may switch modes to TNCs, as the closer location makes these rides more 
economical, and the ability to use local roads and the greater distance of the ballpark from BART 
stations makes TNC rides more time competitive. Lastly, some attendees who currently take BART 
from the San Francisco stations of Embarcadero and Montgomery may switch to ferries for the 
game types and times when convenient ferry service is provided. This is primarily arrivals for 
weekday evening games and departures from weekend games, as ferry service for other time 
periods is either not provided or not well-timed to game attendance needs. 

1.2.3 MODE SHIFT OF CURRENT DRIVERS 

Some attendees who currently drive to the Coliseum from areas near Howard Terminal were also 
assumed to switch modes to attend games at Howard Terminal. Most attendees within one mile of 
the Howard Terminal Ballpark were assumed to switch to walking, with some taking TNCs, and a 
small percentage bicycling, taking a bus, or continuing to drive themselves. At one to two miles 
from Howard Terminal, most current drivers were assumed to switch to TNCs, with a substantial 
minority continuing to drive themselves and a smaller percentage bicycling or taking a bus to the 
new ballpark. For current drivers between two and five miles from the Howard Terminal site, the 

                                                      
2  Bicycling also includes shared micro-mobility options like docked and dockless bike share and e-scooters. 
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majority were assumed to remain drivers to a ballpark at Howard Terminal, with almost all of those 
who switched modes using TNCs. 

In addition to attendees close to Howard Terminal, some who drove to the Coliseum from locations 
less than about 1.5 miles away from the Coliseum were also assumed to change modes, as driving 
from those locations becomes much more onerous with a move to Howard Terminal. Half of these 
drivers were assumed to continue to drive, with most others shifting to BART or TNCs. 

1.2.4 GEOGRAPHIC SHIFT OF ATTENDEES 

Moving to a new ballpark at Howard Terminal would not only cause mode shift for some current 
attendees, but also result in a new geographic distribution of attendees. Fewer attendees would 
hail from areas south or southeast of the Coliseum, as travel distances and travel times would 
increase for those fans. 

BART riders from south of the Coliseum station would have their travel times increased by at least 
30 minutes to get to the Howard Terminal Ballpark compared to the Coliseum. Additionally, all 
riders at stations from Castro Valley and beyond along the Dublin/Pleasanton line, and some riders 
at stations from Hayward and beyond along the Warm Springs/South Fremont line, would either 
change trains at Lake Merritt to get to 12th Street, continue to the West Oakland station, or walk 
the additional distance from the Lake Merritt station to the ballpark. Because of these factors, 
ridership from stations south or southeast of Bay Fair was reduced. 

Drivers from south of the Coliseum would also see their travel times increased with the move to 
Howard Terminal. Although Howard Terminal is only about six miles north of the Coliseum, that 
travel would be during peak commuting hours for arrivals to weekday evening games and 
departures from weekday day games. As such, the number of drivers from locations more than 20 
miles south or southeast of Howard Terminal was assumed to be reduced. Traffic on weekends is 
less peaked, but the longer travel distances would still discourage some people from those 
locations from attending. 

Geographic locations with gains in attendance, by contrast, would be concentrated in close-in areas 
in Oakland and Alameda, as well as other areas where Howard Terminal represents a more 
convenient trip, like San Francisco and central Contra Costa County. The distribution of these 
attendance gains was taken from an analysis performed by the A’s. The mode split of attendees 
from these locations varied depending on availability and ease of transportation options. 
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Attachment B presents a case study validating the assumption of a geographic shift in attendee 
distribution in response to a ballpark relocation. 

1.2.5 ESTIMATED MODE SPLIT AND TOTAL VEHICLE TRIPS 

From the calculations described above, the mode split of attendees was estimated. Because the 
total number of personal vehicles arriving needs to equal the total number of vehicles departing, 
the maximum drive mode share between arrivals and departures was used for each game type. All 
other modes were then adjusted based on their relative proportions.  

From the mode splits, total vehicle trips were calculated by assigning two trips total to each personal 
vehicle—one trip on arrival and one on departure—as well as two trips for each arriving TNC and 
two trips for each departing TNC to account for the fact that each TNC trip must both enter and 
exit the area. Employee trips were also considered, using an assumption of 1,320 employees with a 
15-percent drive mode share. The mode split for attendee arrivals and departures for each game 
type is presented in Table 3, in addition to the total vehicle trips (including employee trips). 

TABLE 3 
HOWARD TERMINAL BALLPARK MODE SPLIT AND TRIP GENERATION – WITHOUT TMP 

Mode 
Weekday Evening Weekday Day Weekend 

Arrivals Departure Arrivals Departures Arrivals Departures 

Drive 57% 57% 56% 56% 62% 62% 

TNC 18% 18% 19% 19% 18% 18% 

Walk 3% 2% 3% 3% 2% 2% 

Bicycle <1% <1% <1% <1% <1% <1% 

Ferry 1% <1% <1% <1% <1% <1% 

Bus 1% 1% 1% 1% 1% 1% 

BART 20% 22% 21% 20% 18% 17% 

Total 
Vehicle 
Trips 

27,400 27,800 28,600 

Source: Fehr & Peers, 2019. 
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1.3 SPECIAL EVENT TRIP GENERATION 

Special events, typically concerts, held at the Howard Terminal Ballpark are anticipated to have a 
maximum of 28,000 attendees, and a similar process as described above for baseball games was 
performed to calculate trip generation estimates for these special events. Existing mode of access 
was calculated using BART data for high-demand concerts at Oracle Arena in 2017, and the 
proportion of TNCs to private vehicles was assumed to be like what was observed at baseball 
games. Table 4 summarizes estimated mode of access for existing special events at Oracle Arena. 

TABLE 4  
EXISTING ORACLE ARENA SPECIAL EVENT MODE OF ACCESS 

Access Mode Mode Share 1 

Drive 73% 

TNC 1 7% 

BART 20% 

Walk/Bike/Other Transit 2 * 

Notes: 
1. Based on BART and Billboard data for the following high-demand concerts at Oracle Arena in 2017: 

• Red Hot Chili Peppers (3/12) 
• Panic! At the Disco (3/25) 
• Roger Waters (6/10) 
• Arcade Fire (10/21) 
• Enrique Iglesias and Pitbull (10/28) 
• Jay-Z (12/16) 

2. Assumes TNCs were 9% of total vehicle use. 
3. Negligible use of other modes assumed. 

Source: Fehr & Peers, BART, 2019. 

Geographic distribution of attendees to the concerts differed from the baseball games, with a much 
higher percentage of concert attendees arriving from San Francisco BART stations and driving from 
San Francisco and the Oakland core and a much lower percentage of concert attendees using BART 
or driving from the Castro Valley and Dublin/Pleasanton areas. Using the existing distributions for 
these events, the same mode shift and geographic shift calculations were performed as described 
in the previous section. These events were assumed to have 1,200 employees, with the same 15-
percent drive mode share as for baseball games. The estimated attendee mode split and trip 
generation (including employee trips) of these special events is presented in Table 5.  
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TABLE 5 
HOWARD TERMINAL CONCERT MODE SPLIT AND TRIP GENERATION – WITHOUT TMP 

Access Mode Mode Share 

Drive 57% 

TNC 20% 

Walk 4% 

Bicycle <1% 

Ferry <1% 

Bus 1% 

BART 18% 

Total Vehicle Trips 22,800 

Source: Fehr & Peers, 2019. 

 

2 TMP MEASURES FOR BALLPARK 

This section presents the menu of options (or measures) that might be utilized in the TMP for the 
Howard Terminal Ballpark. Each measure would affect total vehicle trips at the ballpark differently 
for different game types and special events, depending on the mode share. Additionally, measures 
become increasingly effective when paired with other complementary measures, so aggregate 
effects are typically greater than effects in isolation. The measures presented in this memorandum 
are not meant to be requirements. Rather, they offer a menu of options available to the A’s to 
achieve an end goal of at least 20 percent VTR. 

2.1 SUMMARY OF TMP MEASURES 

This analysis only considers TMP measures that were quantifiable using the approach described 
previously. This does not imply that other measures not in this analysis do not have an impact on 
vehicle trips. Rather, those measures either may be difficult to model accurately under the 
framework used in this analysis or would be inappropriate to isolate in the absence of a wholistic 
transportation management strategy. The menu of analyzed measures follows five general 
strategies, as described in Table 6 and listed below: 
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• Parking Reductions 
• Downtown Connections 
• Better Transit Options 
• Reduced Vehicle / Trip Demand 
• More Walking and Biking 

Effectiveness of a suite of measures for each game type is assessed using the trip generation tool 
prepared for this memorandum. A description of the measures and how they affect the assumptions 
without a TMP regarding mode share and geographic distribution are below. 

TABLE 6 
TMP MEASURES BY STRATEGY FOR BALLPARK VEHICLE TRIP REDUCTION 

Strategy Measures Impacts 

Parking 
Reductions 

On-Street Parking Management Reduces parking spaces available for 
attendees. Shifts attendee travel modes 
mostly towards BART (which reduces vehicle 
trips) and TNCs (which increase vehicle trips). Reduce On-Site Parking Spaces 

Downtown 
Connections 

BART Shuttles Reduces TNC/driving mode share by 
providing an alternative to walking, 
improving the convenience and 
attractiveness of taking BART. Gondola 

Better Transit 
Options 

Special Event Ferries and Water Taxis 
Shifts attendees towards transit by 
introducing new transit services or making 
existing services more attractive. 

Improved AC Transit Service 

Transit Reimbursement 

Reduced Vehicle/ 
Trip Demand 

Carpool Preference Decreases the number of vehicles and trips 
demanded to serve the ballpark by reducing 
the attractiveness of high-trip TNCs and 
increasing private vehicle efficiency. TNC Surcharge and Geofence 

More Walking  
and Bicycling 

Develop Howard Terminal Increases the number of people who may 
use active modes to access the ballpark. Valet Bicycle Parking 

Source: Fehr & Peers, 2019. 

2.1.1 PARKING REDUCTIONS 

The new ballpark would provide 6,800 parking spaces without a TMP, and drivers were assumed to 
be willing to walk about 20 minutes (or one mile) from a parking space to the ballpark. Within that 
radius, there are about 4,600 available off-site spaces for weekday evening games and 2,700 
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available spaces for weekday day games. Weekend games were assumed to have the same number 
of available off-site parking spaces as weekday evening games. Without a TMP, there would be 
enough on- and off-site spaces to accommodate all attendees who would prefer to drive. 

Measures that reduce the available parking to attendees reduces the number of vehicle trips by 
physically constraining the number of attendee vehicles that can be parked within a reasonable 
distance of the ballpark. To model this effect, attendees who would prefer to drive and park in 
excess of the number of available on- and off-site spaces were assigned instead to their second-
choice mode. Attendees with the greatest likelihood to shift to a second-choice mode due to 
limited parking availability are those driving from relatively nearby and drivers with an origin near 
a BART station. Drivers greater than five miles away and not proximate to a BART station would be 
less likely to switch modes if parking supply were constrained.  

To assess the relative sizes of these groups, the number of drivers between two and five miles of 
Howard Terminal was compared to the number of drivers within about two miles of BART stations 
outside of the Oakland core. After factoring in previous mode and geographic shifts, about 70% of 
the pool of drivers with convenient second options were those near BART stations. Therefore, 70% 
of attendees who were no longer able to drive to the ballpark were assumed to switch to BART, 
with most of the others switching to TNCs. 

Reduced On-Site Parking Spaces 

Without a TMP, Howard Terminal provides 6,800 parking spaces for ballpark attendees to use. This 
measure would restrict the number of available parking spaces to 3,500 in Phase 1 and to 2,000 at 
full buildout. The primary impact of this measure would be to increase the number of displaced 
vehicles, thereby shifting those attendees’ modes mostly towards BART and TNCs. 

This measure has the largest VTR impact of any of the identified strategies, as it directly and 
dramatically reduces the number of attendees who drive to the game. The trip reduction effect of 
this strategy, however, is tied to the mode choice of those displaced drivers, since attendees who 
switch from driving to TNCs double their number of vehicle trips. Therefore, this strategy is most 
effective when paired with other strategies that reduce the appeal of TNC use. 

On-Street Parking Management 

Without a TMP, on-street parking restrictions continue to operate as they currently do, with a mix 
of free parking, paid parking, and two- or four-hour time restrictions, all of which end at 6:00 PM. 
Within one mile of Howard Terminal, there are roughly 500 on-street parking spaces available 
during weekday day games and 900 available at other times. This TMP measure eliminates the 
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ability of ballpark attendees to use these on-street parking spaces, including by potentially 
implementing and extending time restrictions past their current 6:00 PM cut-off. 

By reducing the effective parking supply, some attendees who otherwise would have driven would 
switch to other modes. The effectiveness of this measure depends on the overall supply of parking 
being a binding constraint. This measure will have little effect if parking supply is more than parking 
demand, and it therefore should be paired with other measures that reduce the parking supply to 
get the most VTR. 

2.1.2 DOWNTOWN CONNECTIONS 

Without a TMP, attendees who use BART to travel to or from the ballpark must walk about 20 
minutes between BART stations and Howard Terminal. This dramatically decreases the time 
competitiveness of BART compared to vehicles, particularly considering that travel time spent 
walking is generally viewed as less preferable than travel time spent on other modes. Likewise, 
workers and residents in Downtown and Uptown Oakland face potentially longer walks to the 
ballpark if they originate north of 12th Street, and the use of TNCs for these attendees to access 
the ballpark in the absence of alternative options is likely. Better connections between Downtown 
Oakland and the ballpark would reduce vehicle trips by increasing the attractiveness and 
convenience of BART and providing a reasonable alternative for downtown workers and residents. 

BART Shuttles 

This measure introduces a shuttle system between the 12th Street Oakland City Center BART station 
and Howard Terminal. The measure could also include shuttle service between West Oakland BART 
and Howard Terminal, as well as Lake Merritt BART and Howard Terminal. Shuttle service would not 
only increase BART ridership by increasing convenience, but also increase walking mode share, as 
attendees within walking distance of the shuttle stops could walk to the shuttle to take it to Howard 
Terminal. The shuttle service would determine optimal routing and service requirements based on 
attendee preferences (as captured by surveys) in coordination with the City of Oakland and service 
provider. 

This measure primarily reduces vehicle trips by encouraging more attendees within a moderate 
distance of Downtown Oakland to use BART or walk instead of switching to TNCs. The West Oakland 
and Lake Merritt shuttles have a smaller effect as the 12th Street shuttle because BART riders who 
wanted to use the shuttles already would have been able to do so at 12th Street.  

The VTR impact of BART shuttles is moderate and relatively unaffected by the implementation of 
other measures. The impact is moderate because while these shuttles encourage mode shift 
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primarily away from TNCs (which have the largest vehicle trip impact), they have a capacity of only 
about 2,200 riders per hour, much less than the peak-hour attendee BART ridership. This means 
that they would likely not serve all BART riders and downtown workers and residents who would 
want to use them. Additionally, shuttles would not be able to drop off on-site, meaning that overall 
travel times would only be reduced by up to 5 minutes, though riders would still not have to walk. 

BART shuttles have relatively limited synergies with other measures because shuttles do not cause 
much of a mode shift for attendees who currently drive from outside of Oakland. Even with shuttles, 
the location of Howard Terminal is less convenient to BART than is the Coliseum site. If an attendee 
currently drives to the Coliseum, they are likely to continue to drive to Howard Terminal. 

Gondola 

As an alternative to a shuttle between the 12th Street Oakland City Center BART station and the 
ballpark at Howard Terminal, a gondola could be provided that would transfer attendees between 
the two locations. The gondola’s capacity of 6,000 riders per hour would serve most or all attendees 
using BART, even during the peak post-game hour. The gondola would also provide a faster travel 
time than the shuttle reducing overall travel time by up to 10 minutes compared to walking. 

The impact of the gondola would have a similar effect as the BART shuttles on what kinds of 
attendee behavior would be affected, but the size of the effect would be larger due to its greater 
capacity and convenience. 

2.1.3 OTHER TRANSIT OPTIONS 

Improving transit options, either by introducing new services specially tailored to ballpark events, 
optimizing existing services, or reducing the cost of transit can have a moderate impact on vehicle 
trips by inducing some attendees to forgo driving. 

Ballpark Gameday/Event Ferries and Water Taxis 

Without a TMP, ferry service at the Oakland Jack London Square ferry terminal is poorly timed to 
accommodate game attendees, except for those who want to arrive via ferry for weekday evening 
games and then use a different mode when departing. However, as the San Francisco Giants do for 
their home games, it is possible to organize special gameday ferries with WETA, the Golden Gate 
Ferry, or a private operator. Howard Terminal’s location on the waterfront lends itself to these ferries 
because of the short distance between the ferry terminal and the ballpark. 
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This measure would consider special event ferry service to Oakland from San Francisco, Richmond, 
Vallejo, or elsewhere. Water taxis between Oakland and Alameda are also potential options 
depending on ballpark attendee preferences, as determined through surveys. These services would 
operate similarly to the San Francisco Giants service, arriving about 20 minutes before the start of 
the game or event and departing about 20 minutes after the final out or end of the event. Because 
of the proximity of the Oakland and Alameda ferry terminals, water taxi service could have multiple 
runs before and after a game or special event. This measure would induce more attendees from the 
Alameda, San Francisco, Richmond, and Vallejo areas to use the ferry.  

The total increase in ferry ridership was calibrated to model one San Francisco-Oakland ferry, one 
Richmond-Oakland ferry, and water taxi service equivalent to one ferry between Oakland and 
Alameda. An increase in ferry ridership from San Francisco would not affect the number of vehicle 
trips (riders within walking distance of the Ferry Building would otherwise use BART), but riders 
from Alameda, Richmond and Vallejo areas switching from vehicles to the ferry would result in a 
reduction in vehicle trips. 

Improved AC Transit Service 

Without a TMP, AC Transit serves the Howard Terminal site, with only Line 72/72M/72R offering 
high-frequency service with stops within a quarter-mile of the site. Except for the Broadway Shuttle 
on weekdays which is about one-third of a mile from the site, other routes with high-frequency 
service require a 20- to 25-minute walk to the ballpark.  

This measure improves AC Transit service to the project site by bringing the Line 72/72M/72R bus 
stop to Jefferson Street at 2nd Street, one block from the Martin Luther King Jr Way corridor 
pedestrian access to the ballpark. This measure would moderately increase bus ridership to the 
games, with the size of the effect assumed to be an increase of about two to three full busloads of 
attendees. Overall, the size of the effect was small because of the limited number of attendees who 
use, or might plausibly switch to, bus service to travel to and from the ballpark. 

Transit Reimbursement 

Transit use could be incentivized by including a transit trip reimbursement in the ticket price. 
Attendees who use a Clipper card to access the ballpark would “tap in” as they enter the ballpark, 
with their account credited for the cost of transit taken within a certain time period of their entrance. 
This reimbursement would only apply to transit taken to access the ballpark, as it would not be 
possible to monitor whether attendees used transit to depart as well. This measure would reduce 
the cost of transit and therefore improve its attractiveness in relation to driving or using TNCs. 
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2.1.4 REDUCED VEHICLE/TRIP DEMAND 

Another way measures approach VTR reductions is to reduce the demand for vehicle trips. This can 
happen either by reducing the number of vehicles (and therefore trips) used to serve a given 
number of people by increasing occupancies, or by discouraging vehicle trips through making the 
use of automobiles a less convenient option for attendees. 

Carpool Preference 

Without a TMP, all vehicles are given equal priority to park at Howard Terminal, regardless of vehicle 
occupancy. Field observations of entering vehicles indicate that around 20% of vehicles arriving to 
the Coliseum on gamedays contain four or more occupants, with an overall average of 2.41 
attendees per vehicle.3 If the most convenient spaces were reserved for carpools with four or more 
occupants, attendees would increase the number of people they transport in each vehicle, resulting 
in an increased average vehicle occupancy. If 30 percent of the parking spaces on Howard Terminal 
were reserved for vehicles with four or more occupants, and these spaces were filled, the average 
vehicle occupancy would increase from 2.41 to 2.52 people per vehicle. 

This measure is one of the few that is most effective when the parking supply is not a limiting factor 
on the number of attendees who drive and park. With unconstrained parking conditions, the 
increase in average vehicle occupancy directly decreases the number of vehicles driving to the 
ballpark. The measure still has an impact under constrained parking conditions by reducing the 
number of displaced drivers, some of whom would have used a TNC otherwise. This measure would 
continue to be effective in low-attendance situations. 

TNC Surcharge and Geofence 

Without a TMP, a large percentage of ballpark attendees would use TNCs to access Howard 
Terminal. This is problematic in terms of vehicle trips, as an attendee who uses TNCs contributes 
twice as many trips compared to an attendee who drives their personal vehicle. In part, this high 
mode share is driven by the fact that while Howard Terminal is near downtown (and therefore near 
many potential attendees), it is nonetheless located a 20-minute walk away from the site. This 
causes fewer people to prefer to walk or find some other non-vehicular mode of transportation 
when an inexpensive alternative is provided in the form of TNCs.   

                                                      
3  Vehicle occupancy data was taken at the main gate of the Coliseum during the two hours prior and half-

hour following the start of the A’s home game on September 8, 2018 and then adjusted to account for 
the drivers of TNC vehicles. The average occupancy of private vehicles was assumed to be like the average 
number of passengers in TNCs. 
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This measure places a TNC geofence extending about 0.5 miles from the ballpark in all directions 
around the start and end times of baseball games and events. On-site and designated off-site TNC 
pick-up/drop-off zones would still be available, but they would be priced at a premium using 
surcharges calibrated to reduce demand to within their capacities. This measure makes TNC use 
less convenient and more expensive, shifting people towards other modes with fewer or no 
associated vehicle trips. This measure has the greatest reduction effect on TNC users in the closest-
in areas because there are multiple alternative options, including walking, bicycling, and shared 
micro-mobility. Areas approaching five miles out and further, by contrast, would experience 
relatively less impact because there are fewer convenient alternatives to TNC use.  

The overall impact of this measure is large, not because it changes the travel behavior of many 
attendees, but because those attendees whose behavior it does change have a disproportionate 
impact. TNC users who switch to zero-trip modes have twice the trip reduction impact of drivers 
who switch to zero-trip modes. This measure is particularly powerful when paired with parking 
reduction strategies, as it incentivizes displaced drivers to use BART or other modes rather than 
counterproductively (from a VTR perspective) switching to TNCs.  

2.1.5 MORE WALKING AND BICYCLING 

The following measures reduce vehicle trips by increasing the number of attendees who are likely 
to walk or bike to attend games or events at the ballpark. 

Develop Howard Terminal 

Developing the western side of Howard Terminal with residential and office buildings (among other 
uses) would increase the number of potential attendees within easy walking distance of the ballpark. 
Residents and workers in these buildings would walk or bicycle to attend baseball games or events 
at the ballpark. This measure would cause the geographic shift of attendees due to the ballpark’s 
relocation to Howard Terminal to be more pronounced towards close-in attendees, and it is 
assumed that one percent of residents and workers at Howard Terminal would attend. 

Free Bicycle Parking 

Without a TMP, no special accommodations are made for attendees who choose to bicycle. As such, 
bicyclists must lock their bicycles to bike racks on the streets outside of Howard Terminal, which 
are limited in number and pose theft concerns. 

This measure would provide a free bicycle parking service that could accommodate at least 500 
bicycles, providing attendees who wish to bicycle to the ballpark a conveniently located, free, and 
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secure place to store their bicycle while at the ballpark. By improving bicycling options, this measure 
reduces vehicle trips for attendees within five miles who otherwise may have chosen to use a TNC 
or drive themselves. 

2.2 BALLPARK WITH TMP 

To meet the requirements for CEQA streamlining under AB 734, the Howard Terminal Ballpark must 
implement a TMP that achieves a vehicle trip reduction of 20 percent compared to without a TMP. 
Although the components of this program have not been finalized, they will draw from the menu 
of TMP options presented in the previous section (Section 1.4). This memorandum uses one 
potential mix of measures that achieves a 20 percent VTR, defined as with a TMP, but the final suite 
of measures is subject to change. For the purposes of this memorandum, the TMP is assumed to 
include the following measures: 

• Reduced On-Site Parking Spaces 
• On-Street Parking Management 
• TNC Surcharge and Geofence 

• Develop Howard Terminal 
• Free Bicycle Parking 

2.2.1 BALLPARK WITH TMP MODE SHARE, TRIP GENERATION AND VTR  

The process described previously in this memo was used to estimate attendee mode choice for 
baseball games and concerts with a TMP. The estimated arrival mode share of attendees for each 
type of baseball game and concerts is presented in Table 7. The vehicle trip generation estimates 
and associated VTR for baseball games and concerts are presented in Table 8. 

TABLE 7: WITH TMP BALLPARK ATTENDEE ARRIVAL MODE – FULL BUILDOUT 
Scenario Weekday Evening Weekday Day Weekend Concert 

Drive 39% 29% 39% 49% 

TNC 15% 18% 16% 13% 

Walk 4% 4% 3% 5% 

Bike 1% 2% 1% 2% 

Ferry 1% <1% <1% <1% 

Bus 2% 2% 1% 2% 

BART 38% 46% 39% 29% 

Source: Fehr & Peers, 2019. 
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TABLE 8: BALLPARK VEHICLE TRIP GENERATION AND VTR 
Scenario Weekday Evening 1 Weekday Day 1 Weekend 1 Concert 2 

Without TMP 

Vehicle Trip 
Generation 

27,400 27,800 28,600 22,800 

With TMP – Phase 1 

Vehicle Trip 
Generation 22,000 20,700 22,900 19,600 

Vehicle Trip 
Reduction 19% 25% 20% 14% 

With TMP – Full Buildout 

Vehicle Trip 
Generation 

20,500 19,200 21,300 18,000 

Vehicle Trip 
Reduction 25% 31% 26% 21% 

Notes: 
1. Assumes 35,000 attendees and 1,320 employees 
2. Assumes 28,000 attendees and 1,200 employees 

Source: Fehr & Peers, 2019. 

2.2.2 ESTIMATED VTR ASSOCIATED WITH VARIOUS BALLPARK TMP MEASURES 

Measures included with a TMP are not finalized, and some measured assumed to be included in 
this analysis may be removed, while others from the menu, described in Section 1.4, may be added. 
Table 9 presents the estimated VTR of individual measures discussed in this memorandum, with 
estimates provided in the context of the TMP defined for this memo. VTR estimates for measures 
that are included with a TMP represent how much less VTR would be achieved without that 
measure, and VTR estimates for measures that are not included with a TMP represent how much 
additional VTR would be achieved with that additional measure. 

Since the VTR effect of measures varies by the type of event and time of day, a range is presented 
that captures the estimates for the smallest and largest impacts base on event type and time. 
Typically, the low end of the range represents the VTR effect at concerts, when the lower attendance 
levels can reduce the effectiveness of strategies, while the high end of the range is achieved with 
weekday midday baseball games, when parking supply is most constrained, and many attendees 
may be considering alternatives to driving. 
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TABLE 9 
DESCRIPTION OF BALLPARK TMP MEASURES AND VTR ESTIMATE 

TMP Measure Description VTR Estimate 

Reduced On-Site  
Parking Spaces  

Reduce the number of on-site parking spaces available for ballpark 
attendees to 3,500 1-12% 1 

Eliminate an additional 1,500 on-site parking spaces available for 
ballpark attendees 6-7% 

On-Street Parking 
Management 

At nearby on-street parking spaces introduce gameday time 
restrictions that prevent use by ballpark attendees 2-4% 

BART Shuttles 

Gameday shuttles between 12th Street BART station and the ballpark 1-3% 

Additional gameday shuttles between West Oakland and Lake Merritt 
BART stations and the ballpark 1% 

Gondola Gondola service between 12th Street and the ballpark 5-8% 

Special Event Ferries  
and Water Taxis 

Gameday and special event ferry (one ferry) to Oakland Jack London 
Square ferry terminal from either Alameda, Richmond or Vallejo <1% 

Improved  
AC Transit Service 

Move bus stops to provide high-frequency AC Transit service adjacent 
to the ballpark 1% 

Transit 
Reimbursement 

Price of transit trip is included in the ticket price, redeemed upon 
scanning Clipper card inside ballpark gates 1-3% 

Carpool Preference Reserve the closest 30% of on-site parking spaces for vehicles with 4+ 
occupants 1-3% 

TNC Surcharge and 
Geofence 

Before and after ballpark games and events, TNC users pay a 
surcharge to pick-up/drop-off on-site or at the designated pick-
up/drop-off zone. All other TNCs geofenced for 0.5 miles from the 
ballpark in all directions. 

13-15% 

Develop Howard 
Terminal Develop Howard Terminal with high-density housing and office uses <1% 

Free Bicycle Parking Provide a free bicycle parking service for at least 500 bicycles 2-3% 

Notes: 
1. Due to lower attendance levels, reducing the number of parking spaces to 3,500 is estimated to reduce vehicle 

trips by only 1% for large concerts. For baseball games, this measure is estimated to reduce vehicle trips by 7-
12%. 

Source: Fehr & Peers, 2019. 
 

3 TDM MEASURES FOR ANCILLARY DEVELOPMENT 

On the western side of Howard Terminal, the project would eventually displace the surface parking 
that would be provided on opening day of the ballpark with a multi-block mixed-use development 
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that includes residential, office, retail, restaurant, and hotel land uses. As with the eastern side of 
the site, the western side is currently used to support operations at the Port of Oakland, with truck 
parking, container storage, and longshoreman training and administration. Up to 3,000 multifamily 
residential dwelling units, 1.5 million square feet of office-related space, 270,000 square feet of 
retail and restaurant space, 400 hotel rooms, and a 3,500-seat performance theater would be 
developed. 

Like the Howard Terminal Ballpark analysis, without a TMP is defined as building the project with 
no consideration for TDM measures and where all vehicle demand is met. The TMP implements 
measures to achieve a VTR of 20 percent or more. 

3.1 WITHOUT TDM PLAN AUTOMOBILE OWNERSHIP AND USE 

Without a TDM Plan, the Howard Terminal ancillary developments would provide a similar amount 
of parking and experience similar travel behavior as in nearby areas with similar land uses. 

3.1.1 RESIDENTIAL 

Automobile use at residential locations is a function of the number of automobiles available for the 
household to use, as well as demographic composition of residents, mix of nearby land uses, and 
convenience of transportation options. Based on US Census data, Table 10 summarizes vehicle 
ownership for households with employed residents in the census tract adjacent to Howard Terminal 
in the Jack London District bounded by Martin Luther King Jr Way, 5th Street, and Alice Street. 

Source: U.S. Census Bureau, 2012-2016 American Community Survey 5-Year Estimates, Alameda County Census Tract 9832, 
Table B08203.  

TABLE 10 
EXISTING VEHICLE OWNERSHIP FOR EMPLOYED RESIDENTS 

Vehicles Available Percent of Households with Employed Residents 

No vehicle available 4% 

1 vehicle available 56% 

2 vehicles available 37% 

3 or more vehicles available 3% 

Average Vehicles per Household 1.4 
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This census tract has similar demographics as anticipated at Howard Terminal, a similar mix of 
nearby land uses, and a somewhat closer proximity to transit. Table 10 presents a conservative 
estimate of the likely rate of vehicle ownership of Howard Terminal residents without a TMP where 
no additional TDM measures are put in place. According to this data, the average household in this 
tract owns 1.4 vehicles, which is used as the estimated without-TMP residential parking demand. 

3.1.2 OFFICE 

Automobile use at offices is a function of the availability of parking, as well as the type of 
employment, demographics of the workers, and convenience of other transportation options. 
Based on US Census data, Table 11 summarizes mode share for workers commuting to the 
Downtown Oakland and Jack London District census tracts bounded by Martin Luther King Jr Way, 
14th Street, and Alice Street. The table also presents the vehicle trips and parking demand per 
worker for each commute mode and calculates the overall rates of each for these census tracts. 

TABLE 11 
EXISTING COMMUTE MODE OF TRAVEL, VEHICLE TRIPS, AND PARKING DEMAND 

Mode Mode Share Daily Commute Vehicle 
Trips per Worker 

Parking Demand per 
Worker 

Drive Alone 57% 2 1 

2-person Carpool 8% 1 0.5 

3-person Carpool 2% 0.67 0.33 

Bus 6% 0 0 

BART 18% 0 0 

Ferry 2% 0 0 

Bike 2% 0 0 

Walk 4% 0 0 

Taxi 1% 4 0 

Total 100% 1.3 0.6 

Source: U.S. Census Bureau, 2006-2010 Census Transportation Planning Products 5-Year Data Set, Alameda County Census 
Tracts 4030, 4031, and 9832, Table B206200C; Fehr & Peers, 2019.  
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While the types of employment and demographics of the workers at Howard Terminal are 
anticipated to be like those in Downtown Oakland, Downtown Oakland has greater transit 
accessibility. As such, Table 11 presents a conservative estimate of the without-TMP parking 
demand and commute vehicle trips per worker for office uses at Howard Terminal. According to 
this data, the average worker in these tracts has parking demand of 0.6 spaces and is responsible 
for 1.3 automobile commute trips. Assuming an average square footage per worker of 225 
(including lobbies and common areas), parking demand for the without-TMP office component is 
about 2.7 spaces per thousand square feet.  

3.1.3 RETAIL AND RESTAURANT 

Parking demand for retail and restaurant components of the development was derived using data 
from ITE’s Parking Generation (4th Edition), which estimates hourly parking demand for each land 
use type by day of the week and, for retail uses, month of the year. These uses were assumed to 
share the same parking spaces. Using the square footages provided for each use, combined hourly 
parking demand for these uses was estimated for non-Friday weekdays, Fridays, Saturdays, and 
Sundays, for non-December months and December. Without a TMP, enough parking would be 
provided for retail and restaurant uses to meet parking demand at the busiest time of year, which 
would represent a parking ratio of about 5.6 spaces per thousand square feet. 

3.1.4 HOTEL 

Data regarding parking demand for hotel uses in the project area is not readily available. However, 
the City of Oakland municipal code (section 17.116.060) requires a minimum of 0.5 spaces per room 
for hotels in most of the city, including in the Jack London District bordering Howard Terminal. This 
minimum requirement is therefore conservatively assumed to represent parking demand for hotel 
uses in the absence of TDM measures. 

3.1.5 PERFORMANCE VENUE 

Attendees to the performance venue were assumed to have similar travel characteristics as 
attendees to concerts at Oracle Arena. Trip generation for the performance venue was calculated 
using the same trip distribution and geographic and mode shifts as for concerts at the Howard 
Terminal ballpark. Parking spaces for the performance venue were assumed to be shared with the 
ballpark. 
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3.2 WITH TDM PLAN PROGRAM COMPONENTS 

To meet CEQA streamlining under AB 734, the Howard Terminal project must implement a TDM 
program for ancillary development that achieves a 20 percent vehicle trip reduction compared to 
without a TDM program. This is the same requirement per the City of Oakland’s Standard 
Conditions of Approval. The TDM program for the project’s ancillary development will include three 
components listed below. The rest of this section describes these components in detail. 

• Reduced Parking Supply 
• Gameday Hotel Utilization 
• Physical Improvements 
• On-going Operational Strategies 

3.2.1 REDUCED PARKING SUPPLY 

The primary driver of trip reductions with a TMP for the ancillary development at Howard Terminal 
is a substantial reduction in the allowable parking supply compared to without a TMP, which 
allowed for a similar amount of parking as demanded in neighboring areas. This TDM measure 
achieves VTR by physically restricting the number of vehicles that are able to be parked and stored 
at Howard Terminal, forcing some residents, office workers, and retail/restaurant customers to 
choose other modes who otherwise would have driven a vehicle. 

Parking maximums would apply to residential, office, and retail/restaurant components that are 
substantially lower than existing demand, and no parking minimums would be applied. For the 
hotel, parking would be capped at the estimated current level of parking demand. The performance 
venue would share parking with the ballpark. While maximums set at the level of existing demand 
would not induce VTR, they would help ensure that vehicle trips for these uses do not exceed 
without-TMP estimated trip generation. 

Table 12 presents the without-TDM level of parking demand for each of the ancillary development 
land uses at Howard Terminal, as well as the parking maximum instituted by the TDM Plan. 

3.2.2 GAMEDAY HOTEL UTILIZATION 

The hotel component of the ancillary development would be located near the Howard Terminal 
ballpark. The TDM Plan would direct visiting players, staff, and media to stay in this hotel for away 
games at the Howard Terminal ballpark. Visiting players, staff, and media would be expected to fill 
about half of the proposed rooms at the hotel. Unlike typical hotel guests, these guests would be 
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expected to focus their activities at the ballpark and in close proximity, and external trips that did 
occur would typically use charter buses. These guests would therefore be expected to generate 
minimal vehicle trips, and with this TMP strategy, the hotel on gamedays would be expected to 
have half of the vehicle trips it would typically experience without the TMP. 

Sources: U.S. Census Bureau, 2012-2016 American Community Survey 5-Year Estimates, Alameda County Census Tract 9832, 
Table B08203; 2006-2010 Census Transportation Planning Products 5-Year Data Set, Alameda County Census Tracts 4030, 
4031, and 9832, Table B206200C; City of Oakland; Fehr & Peers, 2019. 

3.2.3 PHYSICAL IMPROVEMENTS 

With a TDM Plan, development at Howard Terminal would implement physical improvements that 
encourage use of non-automobile modes. These elements are required by the City of Oakland, as 
described in the TIRG, and are typically considered on a development-by-development basis, with 
many of the elements related to improving existing transportation facilities. As this project would 
be building the internal roadway network from scratch, these elements would be used as a guide 
to develop the facilities provided on these roadways. The City of Oakland’s physical TDM strategies 
are presented in Table 13, along with their applicability to the Howard Terminal project. 

TABLE 13 
APPLICATION OF CITY OF OAKLAND TDM PROGRAM COMPONENTS 

TDM Strategy Required When Required for Proposed Project? 

Bus boarding bulbs or 
islands 

• A bus boarding bulb or island does not 
already exist, and a bus stop is located 
along the project frontage; and/or 

• bus stop along project frontage serves a 
route with 15 minutes or better peak hour 
service and has a shared bus-bike lane curb 

No, bus stops would not be 
provided at the project site 

Bus shelter 

• A stop with no shelter is located within the 
project frontage, or 

• The project is located within 0.10 miles of a 
flag stop with 25 or more boardings per 
day 

No, bus stops would not be 
provided at the project site 

TABLE 12 
PARKING DEMAND AND PARKING MAXIMUMS 

 Residential Office Retail and 
Restaurant Hotel 

Without TDM Parking Demand 1.4 per DU 2.7 per KSF 5.6 per KSF 0.50 per room 

With TDM Parking Maximum 1.0 per DU 2.0 per KSF 2.6 per KSF 0.50 per room 



ATTACHMENT A – BALLPARK TRIP GENERATION AND TMP ANALYSIS AND ANCILLARY 
DEVELOPMENT TDM ANALYSIS 
Page 25 of 31 
 

 

TABLE 13 
APPLICATION OF CITY OF OAKLAND TDM PROGRAM COMPONENTS 

TDM Strategy Required When Required for Proposed Project? 

Concrete bus pad 
• A bus stop is located along the project 

frontage and a concrete bus pad does not 
already exist 

No, bus stops would not be 
provided at the project site 

Curb extension / bulb-outs • Identified as an improvement within site 
analysis 

Yes, bulb-outs would be provided 
on-site with on-street parking 

Implementation of a 
corridor-level bikeway 
improvement 

• A buffered Class 2 or Class 4 bikeway 
facility is in a local or county adopted plan 
within 0.10 miles of the project location; 
and 

• The project would generate 500 or more 
daily bicycle trips 

Yes, project would construct Class 2 
bike lanes on Market Street 
connecting the site to 3rd Street, 
Class 2 bike lanes on 3rd Street 
connecting to Martin Luther King Jr 
Way, and Class 2/4 bike lanes on 
Martin Luther King Jr Way 
connecting to 3rd Street.  

Implementation of a 
corridor-level transit capital 
improvement 

• A high-quality transit facility is in a local or 
county adopted plan within 0.25 miles of 
the project location; and 

• The project would generate 400 or more 
peak period transit trips 

Yes, project would upgrade transit 
stops nearest the project for Line 
72/72M/72R through coordination 
with AC Transit and Oakland 

Install pedestrian amenities 
such as lighting; green 
infrastructure, trees, or 
other greening landscape; 
trash receptacles per the 
Pedestrian Master Plan and 
applicable streetscape plan 

• Always required Yes, project would install pedestrian 
amenities at the site 

Installation of safety 
improvements identified in 
the Pedestrian Master Plan 
(such as crosswalk striping, 
curb ramps, count down 
signals, bulb outs, etc.) 

• When improvements are identified in the 
Pedestrian Master Plan along project 
frontage or at an adjacent intersection 

Yes, project would provide 
pedestrian improvements, including 
railroad safety improvements 

In-street bicycle corral 

• A project includes more than 10,000 square 
feet of ground floor retail, is located along 
a Tier 1 bikeway, and on-street vehicle 
parking is provided along the project 
frontages. 

Yes, in-street bicycle corrals would 
be provided on-site that meet these 
criteria 

Intersection improvements, 
including but not limited to 
visibility improvements, 
shortening corner radii, 
pedestrian safety islands, 
accounting for pedestrian 
desire lines. 

• Identified as an improvement within site 
analysis 

Yes, on-site intersections would be 
designed to address these concerns 
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TABLE 13 
APPLICATION OF CITY OF OAKLAND TDM PROGRAM COMPONENTS 

TDM Strategy Required When Required for Proposed Project? 

New sidewalks, curb ramps, 
curbs and gutters meet 
current City and ADA 
standards 

• Always required 

Yes, all on-site sidewalks, curb 
ramps, curbs and gutters would 
meet current City and ADA 
standards 

No monthly permits and 
establish minimum price 
floor for public parking 

• If proposed parking ratio exceeds 1:1000 sf 
(commercial) 

Yes, no monthly permits offered, a 
price floor would be established for 
all commercial developments, 
regardless of parking ratio 

Parking garage is designed 
with retrofit capability 

• Optional if proposed parking ratio exceeds 
1:1.25 (residential) or 1:1000 sf 
(commercial) 

Yes, commercial developments 
exceeding a 1:1000 sf parking ratio 
would be designed with retrofittable 
garages  

Parking space reserved for 
car share 

• A project is located within downtown (CBD 
and D-LM zones). One car share space 
preserved for buildings between 50 – 200 
units, then one car share space per 200 
units. 

Yes, project would car share parking 

Paving, lane striping or 
restriping (vehicle and 
bicycle), and signs to 
midpoint of street section 

• Typically required Yes, project would construct all new 
streets 

Pedestrian crossing 
improvements and 
supportive signal changes 
such as reducing cycle 
lengths to less than 90 
seconds, leading pedestrian 
interval, “scramble” signal 
phase where appropriate. 

• Identified as an improvement within site 
analysis 

• Identified as an improvement within 
operations analysis 

Yes, pedestrian crossing 
improvements would be provided 
on-site where appropriate 

Real-time transit 
information system 

• A project frontage block includes a bus 
stop or BART station and is along a Tier 1 
transit route with 2 or more routes or peak 
period frequency of 15 minutes or better 

No, project is located almost one 
mile from BART  

Relocating bus stops to far 
side 

• A project is located within 0.10 mile of any 
active bus stop that is currently near-side 

No, bus stops would not be 
provided on-site  

Signal upgrades, including 
typical traffic lights, 
pedestrian signals, bike 
actuated signals, transit 
only signals 

• Project size exceeds 100 residential units, 
80,000 sf of retail, or 100,000 sf of 
commercial; and 

• Project frontage abuts an intersection with 
signal infrastructure older than 15 years 

Yes, all traffic signals would meet 
city standards in effect at the time of 
upgrade or installation  

Transit queue jumps 
• Identified as a needed improvement within 

operations analysis of a project with 
frontage along a Tier 1 transit route with 2 

No, project site would not contain 
any transit routes 
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TABLE 13 
APPLICATION OF CITY OF OAKLAND TDM PROGRAM COMPONENTS 

TDM Strategy Required When Required for Proposed Project? 

or more routes or peak period frequency of 
15 minutes or better 

Trenching and placement 
of conduit for providing 
traffic signal interconnect 

• Project size exceeds 100 units, 80,000 sf of 
retail, or 100,000 sf of commercial; and 

• Project frontage block is identified for 
signal interconnect improvements as part 
of a planned ITS improvement; and 

• A major transit improvement is identified 
within operations analysis requiring traffic 
signal interconnect 

Yes, project would ensure that new 
traffic signal installations are 
interconnected to city standards at 
the time of installation as well as 
upgraded intersections 

Unbundled parking 
• New multifamily dwelling residential 

facilities of ten (10) or more units, with the 
exception of affordable housing 

Yes, project would provide 
unbundled parking for all residential 
and office developments 

Sources: City of Oakland Transportation Impact Review Guidelines, 2017 and City of Oakland Municipal Code, 2018 

 

3.2.4 ON-GOING OPERATIONAL STRATEGIES 

The TDM Plan for ancillary development would also implement on-going operational strategies to 
support the use of non-auto transportation modes. The potential operational strategies to be 
considered as development occurs are summarized below: 

• Unbundled Parking – Unbundle parking costs from housing costs (as required by Oakland 
Municipal Code, Section 17.116.310). This would result in residents paying one price for the 
residential unit and a separate price for parking, should they opt for a space. The price of a 
parking space would be adjusted so that resident parking demand matches the building’s 
parking supply. Similarly, offices would not be allowed to include parking as part of the rent 
and would instead rent out office space and parking spaces separately. 

• Pre-tax Commuter Benefits – Encourage project tenants to enroll in WageWorks or other 
service to help with pre-tax commuter savings.  This strategy allows employees to deduct 
monthly transit passes or other amount using pre-tax dollars.  This can help to lower payroll 
taxes and allows employees to save on transit.  

• Carshare Parking Spaces – For residential developments, dedicate for free at least the 
minimum number of on-site parking spaces the City of Oakland Municipal Code Section 
17.116.105 requires be made available for carsharing in downtown zones. For office 
developments, dedicate at least one on-site parking space for carsharing. For hotel 
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developments, dedicate for free at least one on-site parking space for carsharing, if on-site 
parking is provided. 

• Guaranteed Ride Home – Encourage project commercial tenants to register their employees 
and promote the Alameda County Transportation Commission Guaranteed Ride Home 
(GRH) program. GRH programs encourage the use of alternative modes of transportation 
by offering free rides home if an illness or crisis occurs, if the employee is required to work 
unscheduled overtime, if a carpool or vanpool is unexpectedly unavailable, or if a bicycle 
problem arises. The Alameda County Transportation Commission offers their GRH service 
for all registered permanent employees who are employed within Alameda County, live 
within 100 miles of their worksite, and do not drive alone to work. The GRH program is 
offered at no cost to the employer, and employers are not required to register in order for 
their employees to enroll and use the program. The GRH program can also apply to future 
employed residents of the project.  

• Bicycle Parking Supply and Monitoring – Meet or exceed the City of Oakland’s minimum 
requirements for bicycle parking established in Section 17.117. Building management would 
monitor the usage of these facilities and provide additional bicycle parking, if necessary. 

• TDM Coordinator – Building management would designate a TDM coordinator for the 
building who will provide tenants and employees information about transportation options 
in the project area and the TDM strategies provided by the building. In addition, each 
commercial tenant would designate a staff person as their TDM coordinator to coordinate, 
monitor and publicize TDM activities. Information about transportation options and TDM 
strategies would be posted at central locations and provided to building tenants, to be 
updated as necessary. Marketing strategies can promote alternative trips by making 
commuters aware of the options and incentives of using non-automobile transportation. 
Implementing commute trip reduction strategies with a complementary marketing strategy 
can increase the overall effectiveness of the program. This information would include: 

o Commuter Benefits Program – Provide information on the Bay Area Commuter Benefits 
Program (Air District Regulation 14, Rule 1). Employers with 50 or more full-time 
employees within the Bay Area Air Quality Management District (Air District) 
geographic boundaries are required to register and offer one of four commuter 
benefits to their employees: a pre-tax benefit, an employer-provided subsidy, 
employer-provided transit, or an alternative commute benefit. (Information about 
Commute Benefits Program is at 511.org/employers/commuter/overview.)  

o Transit Routes – Promote the use of transit by providing user-focused maps. These 
maps provide residents with wayfinding to nearby transit stops and transit-accessible 
destinations and are particularly useful for those without access to portable mapping 
applications. Project developments would consider installing real-time transit 
information, such as TransitScreen, in visible locations to provide residents and 
employees with up-to-date transit arrival and departure times.  
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o Transit Fare Discounts – Provide information about local discounted fare options 
offered by BART and AC Transit, including discounts for youth, elderly, persons with 
disabilities, and Medicare cardholders.  

o Car Sharing – Promote accessible car sharing programs, such as Zipcar and Getaround, 
by informing residents and employees of on-site and nearby car sharing locations and 
applicable membership information.  

o Ridesharing – Provide residents and employees with phone numbers and contact 
information for ride sharing options including Uber, Lyft, and Oakland taxi cab services. 

o Carpooling – Provide residents and employees with phone numbers and contact 
information for carpool matching services such as the Metropolitan Transportation 
Commission’s 511 RideMatching. 

o Walking and Biking Events – Provide information about local biking and walking events, 
such as Oaklavia, as events are planned. 

o Bikeshare – Educate residents and employees about nearby bike sharing station 
locations and membership information.  

3.3 ANCILLARY DEVELOPMENT WITH TDM VTR ESTIMATES 

Table 14 presents the trip generation and VTR estimates for each component of the Howard 
Terminal ancillary development for a typical weekday and weekend at full buildout. 

The calculation with TDM VTR estimates for the ancillary development at Howard Terminal is mostly 
driven by parking reductions, as the impacts of the physical improvements and on-going 
operational strategies are not as easy to accurately model. For the purposes of this memorandum, 
all the physical improvements and operational strategies were assumed to have a combined VTR 
of two percent of trips not already reduced by parking reductions. This represents a conservative 
assumption, as research from the California Air Pollution Control Officers Association in Quantifying 
Greenhouse Gas Mitigation Measures (August 2010) suggests that some of the individual TDM 
components included in these categories may approach that level of impact by themselves. 

To calculate the VTR impact of parking reductions for residential uses, it was assumed that vehicle 
trips are reduced in equal proportion to vehicle ownership. This assumption is supported by the 
2017 National Household Travel Survey, which found that households with one vehicle had less 
than half the annual VMT of households with two vehicles, although this did not control for location. 
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In addition, the difference between one- and two-vehicle households was negligible for TNC/Taxi 
mode share of overall trips, so the effect of mode shift to TNCs was considered negligible. 

TABLE 14 
VTR ESTIMATES FOR HOWARD TERMINAL ANCILLARY DEVELOPMENT – FULL BUILDOUT 

Land Use 

Weekday Weekend 

Without 
TMP 

With 
TMP VTR Without 

TMP 
With 
TMP VTR 

Residential 7,600 5,400 -30% 7,000 5,000 -30% 

Office 9,300 6,700 -28% 1,400 1,000 -28% 

Retail 5,700 4,700 -17% 5,900 4,900 -18% 

Restaurant 6,300 5,300 -17% 7,400 6,100 -18% 

Hotel1 2,600 2,300 -10% 2,000 1,800 -13% 

Performance Venue1 300 300 -0% 500 500 -0% 

Total 31,900 24,700 -23% 24,400 19,300 -21% 

Notes: 

1. The daily trip generation for the hotel with TMP and performance venue would vary depending on whether a 
ballgame or event at the performance venue occurred. The trip generation estimates presented in this table 
therefore represent the average daily rates over days with and without those events. 

Source: Fehr & Peers, 2019.  

The number of trips for the office component was assumed to be proportional to the number of 
spaces provided. Most office trips occur as part of the daily commute, and a reduction in the 
number of spaces reduces the number of potential driving commuters. 

For the retail/restaurant component, the number of spaces provided with a TMP was compared to 
the parking demand for each hour of each day type for non-December and December months. 
When parking demand was in excess of parking supply, vehicles in excess of supply were assumed 
to shift modes or otherwise eliminate their vehicle trip due to the inability to park. The total number 
of vehicles to successfully park over the course of one year was compared to the total annual 
parking demand to estimate VTR. 

The parking supply maximum for the hotel use would not result in vehicle trip reductions, as the 
maximum is set at the estimated existing parking demand. However, the use of half of the hotel for 
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visiting players, staff, and media is assumed to result in a 50-percent reduction in vehicle trips on 
gamedays. There would only be 54 weekday and 27 weekend gamedays per year, not including 
pre- or post-season games, so these reductions are represented as annualized daily averages. 

Vehicle trip generation rates for the performance venue were assumed to not be affected by TDM 
strategies. As there are only expected to be about 50 events per year, trip generation is presented 
as an annualized daily average, assuming 30 weekday and 20 weekend events. 

3.4 IMPACT OF GONDOLA ON ANCILLARY DEVELOPMENT 

A gondola between Howard Terminal and Downtown Oakland may be provided as a part of the 
final suite of TDM measures for the ballpark component of the project. Unlike other ballpark TDM 
measures, which would primarily affect travel related to ballpark events, a gondola would be 
available for the daily use of residents and workers of the ancillary development and others in the 
Jack London District. By improving non-automobile access between Howard Terminal and the 
offices, residents, retail, entertainment, and transit stops of Downtown Oakland, the construction 
of a gondola would reduce daily vehicle trips to and from the ancillary development. 

The VTR impact of the gondola on the ancillary development can be estimated using the Oakland 
TIRG. The TIRG estimates that developments within 0.5 miles of a BART station have an additional 
10 percent reduction in automobile trip generation compared to developments between 0.5 miles 
and 1.0 miles of a BART station. This implies that reducing the distance to a BART station by about 
a 10-minute walk would reduce automobile trip generation by about 10 percent. Travel time savings 
to the 12th Street Oakland City Center BART station provided by the gondola is expected to be 8- 
to 10-minutes, so the gondola would be expected to reduce without-TDM trip generation by 10 
percent. 
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BALLPARK RELOCATION TRIP DISTRIBUTION ANALYSIS 

Fehr & Peers utilized aggregated smartphone location data (known as “location-based services”) 
from StreetLight Data to evaluate how attendee trip distribution changed when the home field of 
the Atlanta Braves baseball team was moved from Turner Field just south of downtown Atlanta to 
SunTrust Park 15 vehicle-miles northwest. The results from this case study analysis were then used 
to inform the extent to which a change in geographic distribution of attendees can be expected 
with the move of the Oakland A’s ballpark six miles from the Coliseum to Howard Terminal. While 
distances vary the time to travel 15 miles to the SunTrust Park is equivalent to the travel time to 
Howard Terminal.  

In general, a given trip is less likely to be taken the more costly it is in terms of time and expense, 
while a quicker, shorter, and less expensive trip is more likely to be taken. In the context of a highly-
specialized event with a dedicated fanbase it is commonly assumed that the distribution of 
attendees may not shift to a significant degree, as geographic proximity and ease of access may be 
less significant causes of attendance compared to interest in the event. This case study assessed 
whether and to what extent the Atlanta Braves’ move resulted in a distributional shift of attendees 
towards areas that were closer to the new ballpark and away from areas that were further away 
from the new ballpark. 

Although the Atlanta case study concerns a move away from downtown to a more outlying location 
rather than a move from an outlying location to near downtown, as with the move to Howard 
Terminal, the results still provide relevant information about the elasticity of attendee origins for 
those who drive.  

DATA SELECTION 

When a smartphone with location-based services enabled runs an app that utilizes those services 
(such as Google Maps), the phone transmits the user’s location along with a unique user ID number. 
This information provides location information to within 60 feet and is used by StreetLight Data 
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along with GPS devices, connected vehicles and more to determine the routes of individual person 
trips by linking the travel paths of these users to the roadway network.1 

For the Atlanta ballpark case study analysis described below, Fehr & Peers used location-based 
services data collected on weekday evenings from 5:00 PM to 7:00 PM with a baseball game at 
Turner Field for the 2016 season and SunTrust Park for the 2017 season. The 5:00 PM to 7:00 PM 
period represents the two hours prior to the start of games, when the majority of attendees will 
arrive by automobile. A detailed description of the zones used for the analysis is provided in the 
following section. 

Using location-based services data means that all distributions in this analysis are estimates based 
on samples, rather than on counts of all trips over a designated period. For a sample to provide a 
reliable estimate of the entire population, it must be unbiased and large enough to mitigate the 
impact of random chance error. 

An unbiased sample is one in which all individuals in the population have an equal chance of being 
selected. With an unbiased sample, error in the estimate is due to random chance alone and is not 
a result of the sample selection process. With location-based services data, not all travelers have an 
equal chance of being included in the sample, since the data can capture only travelers that have a 
smartphone with location-based services enabled. However, this potential source of bias would not 
substantially affect the results of this analysis because any bias that is introduced due to a difference 
between those with smartphones with location-based services enabled and those without would 
apply to both distributions, and this analysis is concerned only with observing any differences 
between the distributions at the two ballparks rather than providing explicit distributional 
estimates. 

A large enough sample is one that has enough data points to allow for confidence that the sample 
estimate is a good representation of the population as a whole, with the error due to random 
chance likely to be relatively small.  The sample size for the Turner Field distribution was about 
2,000, and the sample size for the SunTrust Park distribution was about 7,000. These sample sizes 
correspond with standard errors of less than 1% for the analyzed distributions, assuming an 
unbiased sample. 

                                                      
1  More information on the data source can be found at https://www.streetlightdata.com/ 
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ZONE SELECTION 

ORIGIN ZONES 

Zones for ballpark attendee trip origins were drawn based on rough changes in travel distances 
between Turner Field and SunTrust Park. Four zones representing areas southeast of Turner Field 
were drawn with radii of five miles, 10 miles, 15 miles, and 40 miles to represent attendees for whom 
the new ballpark represented a substantial increase in travel distance and time. Similarly, four zones 
representing areas within five, 10, 15, and 40 miles northwest of SunTrust Park were drawn to 
represent attendees for whom the new ballpark represented a substantially reduced travel distance 
and time. 

Five zones, each approximately three miles in width, were drawn between the two ballparks. 
Attendees from these zones experienced a more moderate change in travel distances, although 
travel speeds from these zones are typically faster traveling northbound to SunTrust Park than they 
are traveling southbound to Turner Field through downtown Atlanta during the 5:00 PM to 7:00 PM 
study period. 

In addition to the study zones described above, the area that was not included in one of the zones 
described above but was within approximately a 40-mile radius of the midpoint of the two ballparks 
was also included to help establish the magnitude of the overall change in attendee distribution. 
This zone encompasses a large area, and some attendees from this zone may have had their travel 
times shortened by the move to SunTrust Park, while others may have had their travel times 
lengthened. However, travel time differences for attendees within this zone are generally less 
significant than for those in the study zones. 

Figure 1 maps all origin zones used for this analysis. 

DESTINATION ZONES 

Destination zones for the Turner Field analysis used pass-through zones for entering vehicles at the 
entrances of the official attendee parking lots directly north of Turner Field. These lots represent 
most of the easily-assessible parking near the ballpark. 
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At SunTrust Park, some parking for baseball games is provided in dedicated garages, and some is 
provided in nearby lots shared with commercial uses. The entrances of the shared lots are controlled 
on gamedays, with only baseball game attendees allowed to enter and park. The entrances of all 
designated parking lots that are available for all weekday evening games were used as destination 
pass-through zones for entering vehicles, with the exception of the Red Deck and valet decks, where 
entrances could not be isolated from other traffic traveling through the area. 

RESULTS 

For both the 2016 season at Turner Field and the 2017 season at SunTrust Park, the analyzed origin 
zones southeast of Turner Field, northwest of SunTrust Park, and between the two ballparks 
represented 81% of all Atlanta-area trips to Braves games. The other 19% of trips originated in the 
large zones to the east and west. The percentage of the total regional trips to Braves games 
originating in each analysis zone is presented in Table 1. 

As shown in Table 1, the distribution of attendee origins shifted dramatically following the move 
from Turner Field to SunTrust Park, with a much smaller percentage of attendees traveling from 
areas that required longer travel distances to reach SunTrust Park and a much greater percentage 
of attendees whose travel distances were shortened by the move. In 2016, almost half of trips 
originated from within five or six miles of Turner Field, whereas less than 10% did so in 2017. 
Similarly, while less than 10% of trips to Braves games originated within three to five miles of 
SunTrust Park in 2016, over 40% of trips in 2017 originated from that area. These results strongly 
suggest that the distribution of baseball game attendee origins is indeed sensitive to changes in 
travel distances. 
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TABLE 1 

WEEKDAY EVENING ATTENDEE ORIGIN TRIP DISTRIBUTIONS FROM STUDY ZONES 
EXPRESSED GEOGRAPHICALLY NORTH TO SOUTH 

Analysis Zone Turner Field 
2016 

SunTrust Park 
2017 

15-40 mi NW of SunTrust Park <1% 2% 

10-15 mi NW of SunTrust Park 1% 5% 

5-10 mi NW of SunTrust Park 3% 13% 

0-5 mi NW of SunTrust Park 4% 24% 

SunTrust Park 

0-3 mi SE of SunTrust Park 2% 17% 

3-6 mi SE of SunTrust Park 2% 4% 

Midway between SunTrust Park and Turner Field 10% 4% 

3-6 mi NW of Turner Field 11% 4% 

0-3 mi NW of Turner Field 24% 4% 

Turner Field 

0-5 mi SE of Turner Field 12% 1% 

5-10 mi SE of Turner Field 3% 1% 

10-15 mi SE of Turner Field 4% 1% 

15-40 mi SE of Turner Field 5% 1% 
Sources: StreetLight Data, Fehr & Peers, 2019. 

APPLICATION TO HOWARD TERMINAL 

The geographic shift caused by the move from the Coliseum to Howard Terminal was conservatively 
assumed to be smaller than the observed shift between Turner Field and SunTrust Park due to the 
shorter move in Oakland and a geographic feature of the Atlanta Braves fanbase that may have 
exacerbated trip origin changes. Figure 2 shows the assumed reductions in the vehicle trip origin 
distribution for attendees south of the Coliseum. At the same time, Oakland/Piedmont, Central 
Contra Costa, and Alameda were assumed to gain vehicle trips due to being closer to the new 
ballpark.  
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Howard Terminal is about six miles by car away from the Coliseum, compared to the 15-mile travel 
distance between the Atlanta ballparks, though the I-880 corridor in Oakland is generally more 
congested than the expressways connecting the two Atlanta ballparks. According to Google Maps, 
attendees traveling northbound on I-880 to Howard Terminal would have about 25-minute longer 
trip than to the Coliseum, while those traveling northbound from southeast of Turner Field 
experienced about a 20-minute longer trip to SunTrust Park. In the other direction, those traveling 
southbound to Howard Terminal would only save about 10 minutes, whereas those from northwest 
of SunTrust Park traveling southbound saved approximately 30 minutes. 

Although the added travel time for those driving from south of the Coliseum would be similar to 
the added travel time for those driving from south of Turner Field to SunTrust Park, the travel time 
savings for those driving from north of Howard Terminal are much less than the savings for those 
driving from north of Sun Trust Park. The change in distribution from a move to Howard Terminal 
would therefore be expected to be somewhat less than the observed change in distribution from 
the move from Turner Field to SunTrust Park. 
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